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TILLAMOOK CITY HALL
RENOVATION AND 
CONSERVATION

210 LAUREL AVENUE
TILLAMOOK, OREGON

FEBRUARY 5th, 2017

SCHEMATIC DESIGN

CLIENT
CITY OF TILLAMOOK
210 LAUREL AVENUE
TILLAMOOK, OR 97141

CONTACT: PAUL WYNTERGREEN
E. 

ARCHITECT / CONSERVATOR
ARCHITECTURAL RESOURCES GROUP, INC.
720 SW WASHINTON STREET, SUITE 300
PORTLAND, OR 97205

CONTACT: CAITLIN CRANLEY
E. 

STRUCTURAL / CIVIL ENGINEER
KPFF CONSULTING ENGINEERS
111 SW 5TH AVENUE, #2500
PORTLAND, OR 97204

CONTACT: JENNIFER EGGERS
E. 

GEOTECHNICAL ENGINEER
TBD

CONTACT: TBD
E. 

MECHANICAL / ELECTRICAL / PLUMBING
SAZAN GROUP
111 SW 5TH AVENUE, #2110
PORTLAND, OR 97204

CONTACT: BRAD MEGEE
E. 

COST ESTIMATATOR
ACC COST CONSULTANTS
8060 SW PFAFFLE STREET, #110
TIGARD, OR 97223

CONTACT: WILL GERSTNER
E. 

This project consists of on-site renovation, conservation and expansion of the existing Tillamook City Hall 
to address structural deficiencies, deferred maintenance, and ADA access. The Tillamook City Hall is 
located on a City-owned parcel of land located on the northeast corner of Laurel Avenue and 3rd Street, 
which is zoned Public District with the Town Center Overlay.  Site work will be limited to the disturbed 
area at the building expansion, and the associated pedestrian path and plaza area.

The construction classification for the entire building and expansion is considered Type II-B.  The 
occupancy of the building is primarily B, with the Council Chambers on the First Floor considered A-3, 
and the Ground Floor Evidence Storage considered S-1.

· Renovation of the existing building includes structural strengthening of the existing exterior 
walls; significant changes to the existing First Floor space plan, to provide formal council meeting 
chambers, expanded customer service counters, and enclosed office spaces; and replacement of 
the existing low slope and shingle roofing to address deferred maintenance, and allow for 
installation of structural sheathing. New built-up roofing will be provided at the low-slope roof, and 
lead-coated copper standing seam roofing will replace the shingle roofing. 
· Conservation of the existing building includes maintenance and repairs to the exterior brick; 
and repair and rehabilitation to the marble in the historic building lobby, and plaster repairs 
throughout the existing building. 
· Expansion of the building includes removing the non-historic access ramp on the south side 
of the building; and adding a new, approximately 500 square foot lobby at the southwest corner of 
the building. The expansion will provide ADA access to the building via an elevator between the 
existing Ground Floor, new grade level lobby, and existing First Floor; and an additional means of 
egress from the Ground Floor. The lobby is designed as a steel structure, using the concrete 
elevator shaft as the buildings lateral system. 

The project includes mechanical, electrical, and plumbing, as indicated in the drawings, and following 
outline specifications.

The existing building, built in 1940, was converted from a Post Office to the City Hall in the 1980’s.  

The building is on the National Register of Historic Places.
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ARCH ARCHITECTURAL
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ATT ATTACH

BD BOARD
BITUM BITUMINOUS
BLDG BUILDING
BLK BLOCK
BM BEAM
BOT BOTTOM
BUR BUILT-UP ROOFING

CAB CABINET
CB CATCH BASIN
CEM CEMENT
CER CERAMIC
CG CORNER GUARD
CI CAST IRON
CJ CONTROL JOINT
CLG CEILING
CLKG CAULKING
CLO CLOSET
CLR CLEAR
CMU CONCRETE MASONRY UNIT
CNTR COUNTER
CO CLEANOUT
COL COLUMN
COMP COMPOSITION
CONC CONCRETE
COND CONDITION
CONN CONNECTION
CONSTR CONSTRUCTION
CONT CONTINUOUS
CONTR CONTRACTOR
CORR CORRIDOR
CPT CARPET
CT CERAMIC TILE
CTG CENTER
CTSK COUNTERSINK

DBL DOUBLE
DEMO DEMOLITION
DEPT DEPARTMENT
DET DETAIL
DETER DETERIORATED
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DIA DIAMETER
DIM DIMENSION
DISP DISPENSER
DN DOWN
DO DOOR OPENING
DR DOOR
DS DOWNSPOUT
DSP DRY STANDPIPE
DTL DETAIL
DWG DRAWING
DWR DRAWER

E EAST
(E) EXISTING
EA EACH
EJ EXPANSION JOINT
EL ELEVATION
ELEC ELECTRICAL
ELEV ELEVATOR
EMER EMERGENCY
ENCL ENCLOSURE
EP ELECTRICAL PANEL
EQ EQUAL
EQPT EQUIPMENT
EWC ELECTRICAL WATER COOLER

EXIST EXISTING
EXP EXPANSION
EXPO EXPOSED
EXT EXTERIOR

FA FIRE ALARM
FB FUSE BOX
FBR BD FIBER BOARD
FBRGL FIBERGLASS
FD FLOOR DRAIN
FDN FOUNDATION
FE FIRE EXTINGUISHER
FEC FE CABINET
FHC FIRE HOSE CABINET
FIN FINISH
FLR FLOOR
FLASH FLASHING
FLUOR FLUORESCENT
FND FOUNDATION
FO FACE OF
FOC FACE OF CONCRETE
FOF FACE OF FINISH
FOM FACE OF MASONRY
FOS FACE OF STUD
FOW FACE OF WALL
FP FABRIC PANEL
FPRF FIREPROOF
FRP FIBERGLASS REINFORCED PANEL
FS FULL SIZE
FT FOOT OR FEET
FTG FOOTING
FURR FURRING
FUT FUTURE

GA GAUGE
GALV GALVANIZED
GB GRAB BAR
GL GLASS
GLB GLUE LAM BEAM
GND GROUND
GR GRADE
GSM GALVANIZED SHEET METAL
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HB HOSE BIB
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HDR HEADER
HDWD HARDWOOD
HDWE HARDWARE
HGT HEIGHT
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LAB LABORATORY
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LB POUND
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LT LIGHT

MAX MAXIMUM
MB MACHINE BOLT
MC MEDICINE CABINET
MDF MEDIUM DENSITY FIBERBOARD
MDO MEDIUM DENSITY OVERLAY
MECH MECHANICAL
MEMB MEMBRANE
MET METAL
MFR MANUFACTURER
MH MANHOLE
MIN MINIMUM
MIR MIRROR
MISC MISCELLANEOUS
MO MASONRY OPENING
MTD MOUNTED
MUL MULLION
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(N) NEW
NIC NOT IN CONTRACT
NOM NOMINAL
NTS NOT TO SCALE

OA OVERALL
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OC ON CENTER
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OD OUTSIDE DIAMETER
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CONTRACTOR INSTALLED
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OFF OFFICE
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PERP PERPENDICULAR
PL PLATE
PLAM PLASTIC 

LAMINATE
PLAS PLASTER
PLYWD PLYWOOD
PR PAIR
PRCST PRECAST
PT AINT
PTD PAPER TOWEL DISPENSER
PTD/R COMBINATION PAPER TOWEL 

DISPENSER/RECEPTACLE
PTN PARTITION
PTR PAPER TOWEL RECEPTACLE

QT QUARRY TILE

R RISER
(R) REMOVE
RAD RADIUS
RB RUBBER BASE
RD ROOF DRAIN
REC RECESSED
REF REFERENCE
REFG REFRIGERATOR
REHAB REHABILITATE
REINF REINFORCED
REP REPAIR
REQ REQUIRED
RESIL RESILIENT
RES RESTORE
RF REFINISH
RGTR REGISTER
FL ROOF LEADER
RM ROOM
RO ROUGH OPENING
RWD REDWOOD
RWL RAIN WATER LEADER

S SOUTH
SALV SALVAGE
SC SOLID CORE
SCD SEAT COVER DISPENSER
SCHED SCHEDULE
SD SOAP DISPENSER
SECT SECTION
SH SHELF
SHR SHOWER
SHT SHEET
SHTHG SHEATHING
SIM SIMILAR
SLD SEE LANDSCAPE DRAWINGS
SLR SEALER
SMD SEE MECHANICAL DRAWINGS
SND SANITARY NAPKIN DISPENSER
SNR SANITARY NAPKIN RECEPTACLE
SPEC SPECIFICATION
SQ SQUARE
SSD SEE STRUCTURAL DRAWINGS
SSK SERVICE SINK
SST STAINLESS STEEL
STA STATION
STD STANDARD
STL STEEL
STOR STORAGE
STRUC STRUCTURAL
SUSP SUSPENDED
SV SHEET VINYL
SYM SYMMETRICAL

T TREAD
TB TOWEL BAR
TCA TILE COUNCIL OF 

AMERICA
TEL TELEPHONE
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T&G TONGUE & 

GROOVE
THK THICK
TO TOP OF
TOC TOP OF CURB
TOP TOP OF PAVING
TOW TOP OF WALL
TPD TOILET PAPER DISPENSER
TR TRASH RECEPTACLE
TRD TREAD
TV TELEVISION
TYP TYPICAL

UNF UNFINISHED
UON UNLESS OTHERWISE NOTED
UR URINAL

VCT VINYL COMPOSITION TILE
VERT VERTICAL
VEST VESTIBULE
VIF VERIFY IN FIELD
VP VENEER PLASTER
VTR VENT THROUGH ROOF
VW VINYL WALLCOVERING

W WEST
W/ WITH
WC WATER CLOSET
WCV WALLCOVERING
WD WOOD
WO WHERE OCCURS
W/O WITHOUT
WP WATERPROOF
WSCT WAINSCOT
WT WEIGHT

ABBREVIATIONS

1. CONTRACTOR SHALL VERIFY THAT (E) CONDITIONS ARE AS INDICATED ON THE DRAWINGS.  
NOTIFY THE STATE'S REPRESENTATIVE IMMEDIATELY OF VARIATIONS OR DISCREPENCIES.  
DO NOT PROCEED WITH AFFECTED WORK UNTIL THE VARIATIONS OR DISCREPENCIES ARE 
RESOLVED BY THE STATE'S REPRESENTATIVE.

2. 
3. ALL CONSTRUCTION AND INSTALLATION WORK SHOWN ON DRAWINGS SHALL BE DONE IN 

ACCORDANCE WITH ALL APPLICABLE CODES AND ORDINANCES.  USE METHODS AS 
REQUIRED TO COMPLETE WORK WITHIN LIMITATIONS OF ALL PREVAILING LAWS AND 
CODES.

4. 
5. DO NOT SCALE DRAWINGS: USE DIMENSIONS SHOWN. ALL DIMENSIONS SHALL BE 

VERIFIED IN THE FIELD.  DIMENSIONS SHOWN AT (E) CONDITIONS ARE TO FACE OF (E) 
FINISH.  U.O.N. DIMENSIONS AT NEW WORK ARE TO FACE OF FRAMING, U.O.N. DIMENSIONS 
OF (E) CONDITIONS ARE FOR REFERENCE ONLY AND SHALL BE VERIFIED BY THE 
CONTRACTOR IN THE FIELD.  WHERE NO DIMENSION IS PROVIDED CONSULT WITH THE 
STATE'S REPRESENTATIVE FOR CLARIFICATION BEFORE PROCEEDING WITH AFFECTED 
WORK.

6. 
7. SAFETY MEASURES: AT ALL TIMES THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE 

FOR THE CONDITIONS AT THE JOB SITE, INCLUDING SAFETY OF PEOPLE AND PROPERTY.  
STATE'S REPRESENTATIVE SITE VISITS ARE NOT INTENDED TO REVIEW THE ADEQUACY OF 
THE CONTRACTOR'S SAFETY MEASURES.

8. 
9. INSTALL MANUFACTURED MATERIALS AND EQUIPMENT PER MANUFACTURER'S 

RECOMMENDATIONS AND INSTRUCTIONS,  UNLESS OTHERWISE INSTRUCTED.
10. 
11. ALL WASTE AND REFUSE CAUSED IN CONNECTION WITH THE WORK SHALL BE REMOVED 

FROM THE PREMISES AND DISPOSED OF BY THE CONTRACTOR.  THE PREMISES SHALL BE 
LEFT CLEAR AND CLEAN TO THE SATISFACTION OF THE STATE'S REPRESENTATIVE.

12. 
13. APPLICATION OF FINISH: SURFACES PREVIOUSLY PREPARED OR INSTALLED BY ANOTHER 

TRADE SHALL BE INSPECTED CAREFULLY BY THE CONTRACTOR BEFORE APPLYING 
SUBSEQUENT MATERIALS OR FINISHES. IF SURFACES ARE NOT ACCEPTABLE, THE STATE'S 
REPRESENTATIVE SHALL BE NOTIFIED IMMEDIATELY IN ORDER THAT CORRECTIONS MAY 
BE MADE. APPLICATIONS OF FINISHES WILL BE CONSTRUED AS ACCEPTANCE OF 
RESPONSIBILITY BY THE SUBCONTRACTOR FOR THE BASE UPON WHICH IT IS APPLIED.

14. 
15. INSTALL ALL WORK PLUMB, LEVEL AND STRAIGHT, OR AS REQUIRED TO ALIGN WITH (E) 

ADJACENT SURFACES.
16. 
17. CONTRACTOR SHALL DESIGN AND INSTALL SHORING AS REQUIRED TO PERFORM WORK.  

RESPONSIBILITY FOR ENGINEERING, CONSTRUCTION, AND SAFETY OF THE SHORING 
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

18. 
19. REFER TO SPECIFICATIONS FOR ADDITIONAL INFORMATION.  THE DRAWINGS AND 

SPECIFICATIONS ARE INTENDED TO BE COMPLEMENTARY.  CONFLICTS BETWEEN VARIOUS 
ELEMENTS OF THE DRAWINGS, SPECIFICATIONS, NOTES AND DETAILS SHALL BE BROUGHT 
TO THE ATTENTION OF THE STATE'S REPRESENTATIVE AND RESOLVED BEFORE 
PROCEEDING WITH WORK.

20. 
21. DETAILS SHOWN SHALL BE INCORPORATED INTO THE PROJECT AT ALL APPROPRIATE 

LOCATIONS WHETHER SPECIFICALLY CALLED OUT OR NOT.
22. 
23. THE CONTRACTOR MUST SUBMIT IN WRITING ANY REQUESTS FOR MODIFICATIONS TO THE 

PLANS AND SPECIFICATIONS. SHOP DRAWINGS SUBMITTED TO THE STATE'S 
REPRESENTATIVE FOR REVIEW DO NOT CONSTITUTE "IN WRITING" UNLESS IT IS CLEARLY 
NOTED ON THE  SUBMITTAL THAT SPECIFIC CHANGES ARE BEING REQUESTED WITH THE 
PHRASE "REQUESTED CHANGE".

24. 
25. THROUGHOUT THE CONSTRUCTION DOCUMENTS, ITEMS THAT ARE EXISTING ARE 

INDICATED AS "EXISTING" OR "(E)", ITEMS WITHOUT THIS INDICATION ARE NEW 
CONSTRUCTION.  WHERE REQUIRED FOR PURPOSES OF CLARITY, SOME ITEMS MAY BE 
INDICATED AS "NEW OR "(N)".

GENERAL NOTES

1. ARCHITECTURAL RESOURCES GROUP ASSUMES NO RESPONSIBILITY FOR THE 
MANAGEMENT OF HAZARDOUS MATERIALS THAT MAY BE ON THIS SITE.

2. 
3. HAZARDOUS MATERIALS ARE KNOWN TO BE LOCATED ON THIS SITE.  AN INVESTIGATION 

FOR HAZARDOUS MATERIALS HAS BEEN PERFORMED BYHARDING ESE, INC.  THE 
RESULTING REPORT, DATED NOVEMBER 12, 2001, IS AVAILABLE UPON REQUEST FROM THE 
DEPARTMENT OF PARKS AND RECREATION.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSURING THAT PERSONNEL WITHIN THE 
WORK AREA ARE PROTECTED FROM EXPOSURE TO ANY HAZARDOUS MATERIALS 
ENCOUNTERED. IF MATERIALS ARE DISCOVERED THAT MAY BE HAZARDOUS. THE 
CONTRACTOR SHALL IMMEDIATELY NOTIFY THE STATE'S REPRESENTATIVE AND CEASE 
WORK UNTIL CONDITIONS CAN BE MAINTAINED IN COMPLIANCE WITH ALL APPLICABLE 
REGULATIONS.

HAZARDOUS MATERIALS

DETAIL NUMBERING

THE NUMBERING 
SYSTEM USED 
FOR DETAILS ON 
THE DRAWINGSIS 
AS SHOWN IN THE 
FOLLOWING 
DIAGRAM.

WHEN MORE THAN ONE 
BLOCK IS USED FOR A 
SINGLE DETAIL,
THE NUMBER OF THE 
LOWEST NUMBERED 
BLOCK IS USED, THUS 
NUMBERS ARE ALWAYS 
IN THE SAME LOCATION 
ON THE SHEET.
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PROJECT DATA

LOT/LOCATION: 210 LAUREL AVENUE
TILLAMOOK, OREGON

OCCUPANCY:

CONSTRUCTION TYPE: TYPE II-B

BUILDING HEIGHT/STORIES: 2 STORIES

MECHANICAL SYSTEM: PACAKAGED AIR TO AIR ENERGY RECOVERY UNITS
VARIABLE REFRIDGERANT VOLUME (VRV) SYSTEM

ELEVATOR: 3 STOP IN-GROUND

FIRE SPRINKLERS: NONE

BUILDING AREAS:
GROUND FLOOR (BELOW GRADE) 3,402 SF
FIRST FLOOR 3,869 SF

A-3 : COUNCIL CHAMBERS
B : OFFICE 
S-1: EVIDENCE STORAGE

THE SECRETARY OF THE INTERIOR STANDARD AND ILLUSTRATED GUIDELINES FOR 
REHABILITATING HISTORIC BUILDINGS, REVISED 1992 *36CFR 67), P.L 89-665.

2015 INTERNATIONAL EXISTING BUILDING CODE
2015 INTERNATIONAL BUILDING CODE
2015 INTERNATIONAL MECHANICAL CODE
2015 INTERNATIONAL PLUMBING CODE

2009 NATIONAL FIRE PROTECTION ASSOCIATION (NFPA) FIRE PREVENTION CODE
2009 NFPA 101 LIFE SAFETY CODE
2007 NFPA 13 FIRE SPRINKLER CODE
2011 NFPA 70 NATIONAL ELECTRICAL CODE
2007 NFPA 72 FIRE ALARM CODE
2010 NFPA 914 CODE FOR FIRE PROTECTION IN HISTORIC STRUCTURES

ACCESSIBILITY REQUIREMENTS ARE GOVERNED BY:
2009 ICC A117.1 ACCESSIBLE AND USABLE BUILDINGS AND FACILITIES 

ELEVATORS ARE GOVERNED BY:
2011 OREGON ELEVATOR SPECIALTY CODE

SYMBOL LEGEND

APPLICABLE BUILDING CODES
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013
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006

SERVER ROOM
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012

RESTROOM

011

CORRIDOR

005

CORRIDOR

008

FLEX/LEASE

009

CLOSET

005A

ELEVATOR

108A

POLICE EVIDENCE
ROOM

004A

USE (B) OFFICE
AREA: 2432 SF
OCCUPANT LOAD:
2432/100 = 25
EXITS REQ'D: TWO
EXITS PROVIDED: THREE

USE (S-1) STORAGE
AREA: 970 SF
OCCUPANT LOAD:
970/300 = 4
EXITS REQ'D: ONE
EXITS PROVIDED: ONE

EXIT PATH MAXIMUM 
TRAVEL DISTANCE
BELOW 200'-0" (43'-0")

EXIT PATH MAXIMUM 
TRAVEL DISTANCE
BELOW 200'-0" (103'-0")

12

EXIT PATH MAXIMUM 
TRAVEL DISTANCE
BELOW 200'-0" (120'-0")

VESTIBULE

100

HISTORIC PUBLIC
LOBBY

101
CITY MANAGERS

OFFICE

102

TOILET

103

VAULT

104

RESTROOM

105

MAYORS OFFICE

115

FINANCE OFFICE

116

RESTROOM

117

CORRIDOR

113

OPEN OFFICE

106

WORK AREA

114

COUNCIL MEETING
ROOM

111

HR/CITY RECORDER
OFFICE

112

FILE STORAGE

112A

ELEVATOR

108A

ENTRY LOBBY

108

PUBLIC SERVICE
LOBBY

107

RESTROOM

110

VESTIBULE

109

USE (A3)ASSEMBLY
AREA: 390 SF
OCCUPANT LOAD:
390/7 = 56
EXITS REQ'D: TWO
EXITS PROVIDED: ONE

USE (B) OFFICE
AREA: 3,479 SF
OCCUPANT LOAD:
3479/100 = 35
EXITS REQ'D: TWO
EXITS PROVIDED: THREE

EXIT PATH MAXIMUM 
TRAVEL DISTANCE
BELOW 200'-0" (99'-0")

OFFICE (B)

STORAGE (S-2)

COMMUNITY ROOM (A-3)

1 HR WALL

FIRE EXTINGUISHER

PRIMARY EXIT

SECONDARY EXIT

PATH OF EGRESS

OCCUPANCY

USE LOAD

STORAGE

OFFICE

ASSEMBLY

SUBTOTAL:

REQUIRED TOTALS:

PROVIDED TOTALS:

M W

4

60

56

2

30

28

2

30

28

RATIO M W

1/100

1/25 FOR FIRST 50; 
1/50 THEREAFTER

1/125 (M); 1/65 (W)

.02

1.2

0.23

1.45

2

4

.02

1.2

0.43

1.65

2

4

WATER CLOSETS

M W

.02

0.75

0.14

.91

1

3

.02

0.75

0.14

.91

1

3

LAVATORIES

RATIO M W

NA

NA

NA

0

0

0

0

0

0

SHOWERS

0

0

0

0

0

0

RATIO

1/100

1/40 FOR FIRST 80; 
1/80 THEREAFTER

1/200

GROUND FLOOR

PROPERTY & EVIDENCE

OFFICE

AREA

970 SF

2432 SF

PLUMBING FIXTURE CALCULATIONS TABLE 2092.1

OCCUPANT LOAD TABLE

OCCUPANCY

S-1

B

LOAD FACTOR

300

100

OCC LOAD

4

25

REQUIRED 
EXITS

1

2

3

3

PROVIDED 
EXITS

FIRST FLOOR

COUNCIL CHAMBERS

OFFICE

AREA

390 SF

3479 SF

OCCUPANCY

A-3

B

LOAD FACTOR

7

100

OCC LOAD

56 *

35

REQUIRED 
EXITS

2

2

1

3

PROVIDED 
EXITS

BASED ON THE OSSC (OREGON STRUCTURAL SPECIALTY CODE) 

CODE ANALYSIS

GOVERNING CODES

CONSTRUCTION TYPE: II-B

FIRE PROTECTION: NONE

OCCUPANCY: A-3 (COUNCIL CHAMBERS)
S-1 (EVIDENCE STORAGE)
B (CITY HALL)

* THE BUILDING CONSISTS OF (A-3), (B), AND (S-1) OCCUPANCIES.  THE BUILDING HAS BEEN CALCULATED WITH THE MOST 
STRINGENT OCCUPANCY (A-3), BASED ON NON-SEPARATED OCCUPANCIES (SECTION 508.3). 

BUILDING CONSTRUCTION DATA

* AREAS REFERENCED ARE FOR CODE ANALYSIS ONLY

ALLOWABLE AREAS AND HEIGHTS

GROUND FLOOR (BELOW GRADE) 3,402 SF
FIRST FLOOR 3,869 SF

AREA PROVIDED SQUARE FEET

EXTERIOR COVERED AREA 0 SF

TOTAL BUILDING AREA 7,271 SF

TOTAL  AREA PROVIDED 7,271 SF

At = 9,500 SF
If = xx sf
Is = 0

Aa = At + [At x If] + [At x Is]
Aa = 9,500 + XX + 0
Aa = 

ALLOWABLE BUILDING AREAS FORMULA (SEE SECTION 506.1)

F = 145 If = [F/P-.25] W/30
P = 290 If = 0.25
W= 30

YARDS PROVIDED NORTH =   10'-0"
EAST =   20'-0"
SOUTH = >30'-0"
WEST =   25'-4"

FRONTAGE INCREASE CALCULATION (SEE SECTION 506.2)

ALLOWABLE: 55'-0" / 2 STORY
PROVIDED: 28'-0" / 1 STORY

BUILDING HEIGHT

STRUCTURAL FRAME NR
BEARING WALLS - EXTERIOR NR
BEARING WALLS - INTERIOR NR
EXTERIOR NON-BEARING WALLS NR
INERIOR NON-BEARING WALLS NR
FLOOR NR
ROOF NR
SHAFTS NA
STAIRS NR

BUILDING RESISTIVE REQUIREMENTS (TABLE 601)

FIRE-RESISTANCE RATING REQUIREMENTS FOR BUILDING ELEMENTS

EXISTING BUILDING

FIRE RESISTIVE RATING FOR EXTEIOR WALL BASED ON FIRE SEPARATION (TABLE 602)

FIRE EXTINGUISHERS WITH RATING OF NOT LESS THAN  2-A: 10-B PROVIDED FOR EACH 3,000 SE OF FLOOR AREA
MAX SEPARATION - 75'-0"

FIRE EXTINGUISHERS

USE - MIXED - SEE PLAN FOR DEFINITION OF AREAS

OCCUPANCY LOAD

TOTAL GROSS AREA 7,271 SF

EXITING

WIDTH REQUIRED PER TABLE 1005.1

STORAGE (S-1) 0.2 x 4 OCC 0.8 WIDE (36" MIN)
(PROPERTY & EVIDENCE) xx" PROVIDED AMONG xx, xx, xx

OFFICE (B) .2 x 60 OCC 12 WIDE (36" MIN)
xx" PROVIDED AMONG xx, xx, xx

ASSEMBLY (A-3) .2 x 56 OCC 11.2 WIDE (36" MIN)
(COUNCIL CHAMBERS) xx" PROVIDED AMONG xx, xx, xx

SECTION 1005 - MEANS OF EGRESS SIZING

MEANS OF EGRESS ILLUMINATION PROVIDED AT A MINIMUM OF ONE FOOT CANDEL AT PATH OF EGRESS SHOWN ON 
PLANS, TO MEET SECTION 1006 - SEE ELECTRICAL DRAWINGS

SECTION 1006 - MEANS OF EGRESS ILLUMINATION

ACCESSIBLE MEANS OF EGRESS ARE NOT REQUIRED IN ALTERATIONS TO EXISTING BUILDINGS (1007.1, EXCEPTION 1).

SECTION 1007 - ACCESSIBLE MEANS OF EGRESS 

DOORS, RATING, SIZE, AND HARDWARE ARE PROVIDED TO MEET OSSC SECTION 1008.
SEE INDIVIDUAL FLOOR PLANS, SCHEDULES, AND SPECIFICATIONS 

SECTION 1008 - DOORS, GATES, AND TURNSTILES

WIDTH, ENCLOSURE, RISE AND RUN, AND ALL COMPONENTS OF NEW STAIRS TO MEET SECTION 1009 - SEE INDIVIDUAL 
SHEETS AND SPECIFICATIONS

WIDTH REQUIRED: 44"
WIDTH PROVIDED: XXX"

FOR RISE AND RUN, LANDINGS, HEADROOM, HANDRAILS, STAIRWAY CONSTRUCTION, AND IDENTIFICATION, SEE SHEET A7.1

SECTION 1009 - STAIRWAYS AND HANDRAILS

ALL SPACES EXIT DIRECTLY TO THE EXTERIOR, THROUGH AN ENTRY FOYER, OR THORUGH AN INTERVENING ROOM 
(SECTION 1014.2)

SECTION 1014 - EXIT ACCESS

ALLOWABLE EXIT ACCESS TRAVEL DISTANCE PER TABLE, 1016.2 (WITHOUT SPRINKLER SYSTEM)
• A-3 OCCUPANCY: 200 FEET PROVIDED:  73'-0"
• B OCCUPANCY: 200 FEET PROVIDED:  99'-0"
• S-1 OCCUPANCY: 200 FEET PROVIDED:  71'-0"

COMMON PATH OF EGRESS TRAVEL PER TABLE 1014.3 (WITHOUT SPRINKLER SYSTEM)
• A-3 OCCUPANCY: 75 FEET PROVIDED:  73'-0"
• B OCCUPANCY: 100 FEET PROVIDED:  50'-0"
• S-1 OCCUPANCY: 200 FEET PROVIDED:  NA - ALL PORTIONS HAVE CHOICE OF TWO EXITS

SECTION 1016 - EXIT ACCESS TRAVEL DISTANCE

COMPONENTS AND OPENEINGS ARE SHOWN ON THIS SHEET, INDIVIDUAL FLOOR PLANS, AND IN THE SPECIFICATIONS

SECTION 1020 - EXITS

ALL EXITS DISCHARGE AT THE GROUND LEVEL - SEE SITE PLANS

SECTION 1027 - EXIT DISCHARGE

OCCUPANCY

USE LOAD

ASSEMBLY

SUBTOTAL:

REQUIRED TOTALS:

PROVIDED TOTALS:

M W

250 125 125

RATIO M W

1/125 (M); 1/65 (W) 1

1

1

.5

1.92

1.92

2

.5

WATER CLOSETS

M W

1

1

1

.5

1

1

1

 .5

LAVATORIES

RATIO M W

NA 0

0

0

0

SHOWERS

0

0

0

0

RATIO

1/125

PLUMBING FIXTURE CALCULATIONS TABLE 2092.1 (PHASE III ASSEMBLY ROOM)

FIRST FLOOR

PHASE III
COUNCIL CHAMBERS

AREA

1748 SF

OCCUPANCY

A-3

LOAD FACTOR

7

OCC LOAD

250

REQUIRED 
EXITS

2 2

PROVIDED 
EXITS

OCCUPANT LOAD TABLE (PHASE III ASSEMBLY ROOM)

* OVER 49 OCCUPANTS REQUIRES 2 EXITS

ALTERATIONS TO BUILDING TO MAINTIAN MINIMUM NUMBER OF EXISTS, AND CAPACITY, AS REQUIRED BY CODE.

SECTION 1001.2 - ALTERATIONS TO EXITING MEANS OF EGRESS
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SSSSSS
75+/- lf 4" SS
S=0.02 min
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SDSDSDSDSD

75+/- lf 6" SD
S=0.02 min

Connect to new
restroom

Connect to foundation
drainage and roof

drainage from
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New lateral
connection to City

SS/SD main. Location
TBD

75 lf of 4" 
Perf.Foundation Drainage 
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Landscape area

Sidewalk
4" PCC over 2"
Aggregate Base
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Landscape

1
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(E) WALL ASSEMBLY 

(E) DOOR. SEE DOOR SCHEDULE 
FOR ADDITIONAL INFO

EXISTING CONDITIONS PLAN LEGEND

(E) TERRA COTTA PARTITION WALL

(E) CONCRETE PARTITION WALL

(E) STUD PARTITION WALL

EXISTING CONDITIONS GENERAL NOTES

1. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 
CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 
REFERENCE PHOTOS.

2. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 
DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 
NOTED.

3. COORDINATE EXTENT OF PLASTER REPAIR WITH AREAS OF 
STRUCTURAL IMPACT.
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EXISTING CONDITIONS GENERAL NOTES

1. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 
CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 
REFERENCE PHOTOS.

2. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 
DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 
NOTED.

3. COORDINATE EXTENT OF PLASTER REPAIR WITH AREAS OF 
STRUCTURAL IMPACT.
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ROOF PLAN LEGENDEXISTING CONDITIONS GENERAL NOTES

1. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 

CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 

REFERENCE PHOTOS.

2. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 

NOTED.

3. COORDINATE EXTENT OF PLASTER REPAIR WITH AREAS OF 

STRUCTURAL IMPACT.
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EXISTING CONDITIONS GENERAL NOTES

1. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 

CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 

REFERENCE PHOTOS.

2. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 

NOTED.

3. COORDINATE EXTENT OF PLASTER REPAIR WITH AREAS OF 

STRUCTURAL IMPACT.
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EXISTING CONDITIONS GENERAL NOTES

1. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 

CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 

REFERENCE PHOTOS.

2. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 

NOTED.

3. COORDINATE EXTENT OF PLASTER REPAIR WITH AREAS OF 

STRUCTURAL IMPACT.
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AE3.11

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

EXISTING

CONDITIONS -

BUILDING SECTIONS

 1/4" = 1'-0"AE3.11

2 BUILDING SECTION LOOKING WEST

 1/4" = 1'-0"AE3.11

3 BUILDING SECTION LOOKING WEST



FIRST FLOOR

100' - 0"

T/ROOF

125' - 6"

B/CORNICE

117' - 6"

GROUND FLOOR

90' - 0"

B CA C.2 D

LOW ROOF BEARING ELEVATION

115' - 5"

2

AE3.11

3

AE3.11

LOOK-OUT MEZZANINE

108' - 0"

SHEET TITLE

ISSUANCE

PROJ. NO.

DRAWN
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AE3.12

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

EXISTING

CONDITIONS -

BUILDING SECTIONS

 1/4" = 1'-0"AE3.12

1 BUILDING SECTION LOOKING SOUTH



FIRST FLOOR

100' - 0"

GROUND FLOOR

90' - 0"

FIRST FLOOR

100' - 0"

GROUND FLOOR

90' - 0"

FIRST FLOOR

100' - 0"

GROUND FLOOR

90' - 0"

FIRST FLOOR

100' - 0"

GROUND FLOOR

90' - 0"

FIRST FLOOR

100' - 0"

FIRST FLOOR

100' - 0"

FIRST FLOOR

100' - 0"

FIRST FLOOR

100' - 0"

EXISTING CONDITION GENERAL NOTES

1. GENERAL NOTES TEXT HERE.
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DRAWN

CHECKED
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AE5.01

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

EXISTING

CONDITIONS -

INTERIOR

ELEVATIONS

 1/4" = 1'-0"AE5.01

1 NORTH BUILDING WALL
 1/4" = 1'-0"AE5.01

2 EAST BUILDING WA L

 1/4" = 1'-0"AE5.01

3 SOUTH BUILDING WALL
 1/4" = 1'-0"AE5.01

4 WEST BUILDING WALL

 1/4" = 1'-0"AE5.01

5 LOBBY 101 - NORTH WALL
 1/4" = 1'-0"AE5.01

6 LOBBY 101 - WEST WALL
 1/4" = 1'-0"AE5.01

7 OFFICE 102 - SOUTH WALL
 1/4" = 1'-0"AE5.01

8 OFFICE 102 - WEST WALL

KEYNOTES LEGEND

FIRST FLOOR

100' - 0"

GROUND FLOOR

90' - 0"

FIRST FLOOR

100' - 0"

GROUND FLOOR

90' - 0"

FIRST FLOOR

100' - 0"

GROUND FLOOR

90' - 0"

FIRST FLOOR

100' - 0"

GROUND FLOOR

90' - 0"

 1/4" = 1'-0"AE5.01

1 NORTH BUILDING WALL
 1/4" = 1'-0"AE5.01

2 EAST BUILDING WA L

 1/4" = 1'-0"AE5.01

3 SOUTH BUILDING WALL
 1/4" = 1'-0"AE5.01

4 WEST BUILDING WALL

Plaster: Bubbling, Efflorescence, Paint Detachment

Cracks

Windows in gym room have unusual
vertical lines at sides of window
frame. Has the wall been furred out to
match profile of window frame?

Plaster: Bubbling, Cracks, Paint Detachment. Note: Ceiling is
damaged/big hole above wall where deterioration is seen.

Plaster: Minor
paint detachment,
but could indicate
underlying
moisture issues.

Crack

Baseboard & Chair Rail

Wallpaper trim

Cracks

Windows in gym room have unusual
vertical lines at sides of window frame.
Has the wall been furred out to match
profile of window frame?

Plaster: Isolated Paint Detachment

Cracks

Cracks

Plaster:
Obvious
Patch /
Spackle
Smear

Cracks

Cracks

Plaster: Paint Detachment,
Cracks, Bubbling

Cracks Cracks

Plaster: 
Obvious Patch

Cracks

Plaster: Paint Detachment,
Bubbling, Efflorescence,
General Soiling, Water
Stains. Note: Massive leak
in ceiling. Cracks in interior concrete

walls--refer to photos
ROOM NOT SURVEYED

ROOM NOT SURVEYED ROOM NOT SURVEYED

Concrete: Efflorescence, Heavy Soiling. Note: This
area of room not readily accessible--a closer
inspection should be undertaken once equipment
and other items are removed to allow clearance.

Plaster: Severe Bubbling,
Efflorescence, Paint Detachment,
Water Stains, Cracks. Note:
Ceiling exhibits severe leaks.

Concrete: Efflorescence, Heavy Soiling. Note: This
area of room not readily accessible--a closer
inspection should be undertaken once equipment
and other items are removed to allow clearance.

Plaster: Paint Detachment, Bubbling,
Efflorescence, General Soiling, Water
Stains. Note: Leak in ceiling.

Cracks,
Rusted Lintel

Plaster: Paint Detachment,
Bubbling, Efflorescence,
General Soiling,

Crack

Cracks

Plaster: Extreme Bubbling, Efflorescence, Paint
Detachment, Matrix Disintegration, Cracks

Plaster: Bubbling, Paint Detachment,
Matrix Disintegration, Cracks

LL

01.11.18

Plaster: 
Obvious Patches

Marble Cracks and
Detached Fragment

Marble Pitting
Open Joints

Marble Pitting Marble Pitting

Marble Crack
Open Joint

Marble Crack

SEE ATTACHED
MURAL SHEET

Window
Sill Void

MARBLE PITTING

CRACKS

AREA OF IMPACT -- SEE NOTES FOR
ADDITIONAL INFORMATION

OPEN JOINT

REFER TO SHEETS AE9.01 THROUGH AE9.04 - EXISTING
CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS.

REFER TO 
MURAL
MEMO

2.       REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 
          DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE NOTED.
3.       COORDINATE EXTENT OF PLASTER REPAIR WITH AREAS OF 
          STRUCTURAL IMPACT.

ALT # 10 ONLY

ALT #01A & 01B: 
NO PLASTER REPAIR SCOPE,

DUE TO STRUCTURAL
UPGRADES

NO PLASTER REPAIR
SCOPE, DUE TO

STRUCTURAL
UPGRADES

NO PLASTER REPAIR
SCOPE, DUE TO

STRUCTURAL UPGRADES

ALT #01A & 01B: 
NO PLASTER REPAIR SCOPE,

DUE TO STRUCTURAL
UPGRADES

NO PLASTER REPAIR
SCOPE, DUE TO

STRUCTURAL
UPGRADES

NO PLASTER REPAIR
SCOPE, DUE TO

STRUCTURAL
UPGRADES

EXCLUDED FROM SCOPE, UNO
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AE9.01

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

EXISTING

CONDITIONS

PHOTOS - INTERIOR

BRICK AND

CONCRETE

TYPICAL ACTIVE MOISTURE 
INTRUSION AND SOILING

INTERIOR BRICK CONDITIONS

TYPICAL EFFLORESCENCE 
AND SOILING

INTERIOR CONCRETE CONDITIONS

IC-01:CONCRETE CRACK

IC-02:EFFLORESCENCE

IC-03:SOILING

INTERIOR CONCRETE REPAIR RECOMMENDATIONS

TERRAZZO FLOOR CONDITIONS

TYPICAL DISCOLORATION IN  
BRASS DIVIDER STRIPS, 
ADJACENT TO ENTRANCES

IC-01

IC-02

IC-03

GENERAL NOTES

1. REPAIR / REPLACEMENT LOCATIONS SHOWN ON THE DRAWINGS ARE 
DIAGRAMMATIC: QUANTITIES OR OF WORK MAY BE APPLIED 
ELSEWHERE.

2. REMOVE ALL UNUSED METAL ANCHORS NOT SHOWN ON DRAWINGS AND 
SCHEDULES UNLESS OTHERWISE NOTED. 

3. ALL SEALANT AT PERIMETER OF OPENINGS (INCLUDING WINDOWS, 
LOUVERS AND DOOR LOCATIONS) SHALL BE REMOVED AND REPLACED 
WITH NEW SEALANT AND BI-CELLULAR BACK-ROD.

4. CLEAN ALL WINDOW COMPONENTS ON INTERIOR AND EXTERIOR, SEE 
DRAWINGS FOR ADDITIONAL WINDOW NOTES. 

5. PAINT ALL METAL HANDRAILS, GUARDRAILS AND (2) LIGHT STANDARDS 
ON EAST ELEVATION
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AE9.02

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

EXISTING

CONDITIONS

PHOTOS - INTERIOR

MARBLE

INTERIOR MARBLE CONDITIONS

ML-01: CRACK ML-03: VOID / MISSING STONE ML-04: OPEN JOINT ML-03: WINDOW SILL VOID
(REFER TO VOID CONDITION)

ML-02: VERITICAL PITTING

ML-02: HORIZONTAL PITTING

INTERIOR MARBLE REPAIR RECOMMENDATIONS

ML-01

ML-02

ML-03

ML-04

GENERAL NOTES

1. REPAIR / REPLACEMENT LOCATIONS SHOWN ON THE DRAWINGS ARE 
DIAGRAMMATIC: QUANTITIES OR OF WORK MAY BE APPLIED 
ELSEWHERE.

2. REMOVE ALL UNUSED METAL ANCHORS NOT SHOWN ON DRAWINGS AND 
SCHEDULES UNLESS OTHERWISE NOTED. 

3. ALL SEALANT AT PERIMETER OF OPENINGS (INCLUDING WINDOWS, 
LOUVERS AND DOOR LOCATIONS) SHALL BE REMOVED AND REPLACED 
WITH NEW SEALANT AND BI-CELLULAR BACK-ROD.

4. CLEAN ALL WINDOW COMPONENTS ON INTERIOR AND EXTERIOR, SEE 
DRAWINGS FOR ADDITIONAL WINDOW NOTES. 

5. PAINT ALL METAL HANDRAILS, GUARDRAILS AND (2) LIGHT STANDARDS 
ON EAST ELEVATION
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AE9.03

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

EXISTING

CONDITIONS

PHOTOS - INTERIOR

PLASTER

INTERIOR PLASTER CONDITIONS

WINDOW FRAME OUTLINE
(NO REPAIR)

PL-07:  FAILED PATCHPL-01: BUBBLING PL-04:  EFFLORESCENCE

PL-03: PLASTER CRACK PL-06:  WATER STAINS

PL-05:  MATRIX 
DISINTEGRATION

PL-02:  PAINT DETACHMENT

INTERIOR PLASTER REPAIR RECOMMENDATIONS

PL-01

PL-02

PL-03

PL-04

PL-05

PL-06

PL-07

GENERAL NOTES

1. REPAIR / REPLACEMENT LOCATIONS SHOWN ON THE DRAWINGS ARE 
DIAGRAMMATIC: QUANTITIES OR OF WORK MAY BE APPLIED 
ELSEWHERE.

2. REMOVE ALL UNUSED METAL ANCHORS NOT SHOWN ON DRAWINGS 
AND SCHEDULES UNLESS OTHERWISE NOTED. 

3. ALL SEALANT AT PERIMETER OF OPENINGS (INCLUDING WINDOWS, 
LOUVERS AND DOOR LOCATIONS) SHALL BE REMOVED AND 
REPLACED WITH NEW SEALANT AND BI-CELLULAR BACK-ROD.

4. CLEAN ALL WINDOW COMPONENTS ON INTERIOR AND EXTERIOR, 
SEE DRAWINGS FOR ADDITIONAL WINDOW NOTES. 

5. PAINT ALL METAL HANDRAILS, GUARDRAILS AND (2) LIGHT 
STANDARDS ON EAST ELEVATION

* COORDINATE EXTENT OF PLASTER REPAIR WITH AREAS OF STRUCTURAL IMPACT.

* 

* 

* 

* 

* 

* 

* 
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AE9.04

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

EXISTING

CONDITIONS

PHOTOS - EXTERIOR

WALLS

EXTERIOR GRANITE

GR-01: OPEN JOINT

BR-01: OPEN JOINT, CRACK THROUGH JOINT

EXTERIOR BRICK CONDITIONS

GENERAL NOTES

1. REPAIR / REPLACEMENT LOCATIONS SHOWN ON THE DRAWINGS ARE 
DIAGRAMMATIC: QUANTITIES OR OF WORK MAY BE APPLIED 
ELSEWHERE.

2. REMOVE ALL UNUSED METAL ANCHORS NOT SHOWN ON DRAWINGS AND 
SCHEDULES UNLESS OTHERWISE NOTED. 

3. ALL SEALANT AT PERIMETER OF OPENINGS (INCLUDING WINDOWS, 
LOUVERS AND DOOR LOCATIONS) SHALL BE REMOVED AND REPLACED 
WITH NEW SEALANT AND BI-CELLULAR BACK-ROD.

4. CLEAN ALL WINDOW COMPONENTS ON INTERIOR AND EXTERIOR, SEE 
DRAWINGS FOR ADDITIONAL WINDOW NOTES. 

5. PAINT ALL METAL HANDRAILS, GUARDRAILS AND (2) LIGHT STANDARDS 
ON EAST ELEVATION

GR-02: SOILING GR-03: FAILED PATCH GR-04: SPALLED STONE

BR-02: SOILING
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AE9.05

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

EXISTING

CONDITIONS

PHOTOS - EXTERIOR

WALLS

EXTERIOR CONCRETE CONDITIONS

CR-01: SOILING

CR-02: EFFLORESCENCE

CR-03: OPEN JOINT

ST-01: CORRODED STEEL LINTEL

EXTERIOR STEEL CONDITIONS

GENERAL NOTES

1. REPAIR / REPLACEMENT LOCATIONS SHOWN ON THE DRAWINGS ARE 
DIAGRAMMATIC: QUANTITIES OR OF WORK MAY BE APPLIED 
ELSEWHERE.

2. REMOVE ALL UNUSED METAL ANCHORS NOT SHOWN ON DRAWINGS AND 
SCHEDULES UNLESS OTHERWISE NOTED. 

3. ALL SEALANT AT PERIMETER OF OPENINGS (INCLUDING WINDOWS, 
LOUVERS AND DOOR LOCATIONS) SHALL BE REMOVED AND REPLACED 
WITH NEW SEALANT AND BI-CELLULAR BACK-ROD.

4. CLEAN ALL WINDOW COMPONENTS ON INTERIOR AND EXTERIOR, SEE 
DRAWINGS FOR ADDITIONAL WINDOW NOTES. 

5. PAINT ALL METAL HANDRAILS, GUARDRAILS AND (2) LIGHT STANDARDS 
ON EAST ELEVATION
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AE9.06

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

EXISTING

CONDITIONS

PHOTOS -

MISCELLANEOUS

(FOR REFERENCE)

CLERESTORY WINDOW CONDITIONS

WOOD WINDOW DETERIORATION

HVAC SYSTEM CONDITIONS

MECHANICAL UNIT AND DUCT WORK 

THROUGH WINDOWS AT WEST WALL

MECHANICAL UNIT IN WINDOW WELL AT  

WEST WALL

EXHAUST FAN THROUGH WINDOW AT 

NORTH WALL



UP

UP

F
E

C

REF.

B B

C C

A A

C.2 C.2

D D

1

1

2.

2.

3

3

4

4

5

5

3.1

3.1

6

6

ELEVATOR

108A

WORKOUT ROOM

003

RESTROOM

002A

BREAKROOM

001

FLEX/LEASE

013

POLICE EVIDENCE

004

ARCHIVES

006

SERVER ROOM

007

RESTROOM

012

RESTROOM

011

CORRIDOR

005 CORRIDOR

008

FLEX/LEASE

009

POLICE EVIDENCE
ROOM

004A

CLOSET

005A

VEST.

000

SHOWER

002B

CORRIDOR

003A

STAIR

003B

MACHINE ROOM

003C

ELECTRICAL

003D
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S2.0B

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02/02/18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED PLAN -

GROUND FLOOR

 1/4" = 1'-0"S2.0B

1 GROUND FLOOR PLAN

(N) 6" THICK SHOTCRETE SHEAR
WALLS TO ALIGN WITH WALLS
ABOVE AT BRICK PIERS.

(N) CONCRETE SUMP
PIT AT ELEVATOR
(-4'-0")

(N) 4" CONCRETE SLAB ON
GRADE W/ #3 @ 16" O.C. EACH
WAY

HSS

(N) 12" CONCRETE RETAINING
WALLS WITH 110 PCY OF MILD
REINFORCING AND
FOOTINGS

(N) METAL STUD FRAMED
WALLS TO SUPPORT (E)
HOLLOW CLAY TILE
PARTITION WALLS, TYP.

(E) CONCRETE
WALL, TYP.

(N) CONCRETE WALL BELOW
WITH CONCRETE FOOTING TO
ALIGN WITH (E) VAULT
CONCRETE WALL

(E) CONCRETE
WALLS, TYP.

(N) 6" CONCRETE SHEAR WALLS
AROUND ELEVATOR CORE

WITH 75 PCY OF MILD
REINFORCING

REMOVE (E) HOLLOW CLAY TILE AND
REPLACE WITH (N) METAL STUD WALL
(WHERE NEW OPENINGS IN HOLLOW
CLAY TILE OCCUR)

(N) CONCRETE WALL
WITH DOWELS INTO
ADJACENT WALLS
AT (E) WINDOW
OPENING

(N) STEEL FRAMED
STAIRS (BY OTHERS)

LEGEND:

TEXT - BASE SCOPE

TEXT - ALTERNATE 

TEXT - ALTERNATE B (WHERE OCCURS)

(N) CONCRETE WALL

(E) CONCRETE WALL

(N) METAL STUD WALL

(N) CONCRETE BELOW GRADE

02/07/2018

S. Lee
SD 17273_TCH_structural - KPFF 20180207



DNDN

DN

DN

DN

FEC

B B

C C

A A

C.2 C.2

D D

1

1

2.

2.

3

3

4

4

5

5

3.1

3.1

6

6

VESTIBULE

100

HISTORIC PUBLIC
LOBBY

101
CITY MANAGERS

OFFICE

102

TOILET

103

VAULT

104

RESTROOM

105

MAYORS OFFICE

115

FINANCE OFFICE

116

RESTROOM

117

CORRIDOR

113

OPEN OFFICE

106

WORK AREA

114

COUNCIL MEETING
ROOM

111

HR/CITY RECORDER
OFFICE

112

FILE STORAGE

112A

ELEVATOR

108A

ENTRY LOBBY

108 PUBLIC SERVICE
LOBBY

107

RESTROOM

110

VESTIBULE

109

STAIR

003B

B B

C C

1

1

2.

2.

LOOK-OUT

M-1
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S2.01

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02/02/18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED PLAN

-FIRST FLOOR

 1/4" = 1'-0"S2.01

1 FIRST FLOOR

 1/4" = 1'-0"S2.01

2 LOOK-OUT MEZZANINE ABOVE VAULT

(N) METAL STUD FRAMED WALLS
TO SUPPORT (E) HOLLOW CLAY
TILE PARTITION WALLS, TYP.

(N) METAL STUD
FRAMED WALL WITH

BRICK VENEER

NO STRUCTURAL UPGRADES TO HISTORIC PUBLIC LOBBY

ALTERNATE #01A: (N) HSS STEEL TUBES TO FIT WITHIN (OR ALONG) BRICK WALL CAVITY
IN HISTORIC PUBLIC LOBBY WITH CONNECTIONS TO (E) ROOF DIAPHRAGM AND (E)

FIRST FLOOR CONCRETE SLAB (INCLUDES REMOVING (E) MARBLE REF. ARCH.)

ALTERNATE #01B: CENTER CORE AT (E) 12" THICK BRICK PIERS. PROVIDE 1/2" DIA.
THREADED BAR IN 4" DIA. CORE DRILLED HOLE. EPOXY ANCHOR INTO (E) CONCRETE

WALL BELOW W/ 12" EMBEDDED POST TENSION BAR AND FILL HOLE W/ EPOXY GROUD.
STRENGTHEN CONNECTION TO (E) ROOF DIAPHRAGM. PROVIDE (E) CORES PER PIER.

(N) 4" CONCRETE SLAB ON
GRADE W/ #3 @ 16"O.C.

EACH WAY SOUTH OF
RETAINING WALL BELOW

(N) STEEL FRAMED
STAIRS (BY OTHERS)

(N) STOREFRONT AT ENTRY
LOBBY (BY OTHERS)

HSS

(N) 12" THICKENED SLAB EDGE
WITH CONCRETE CURBS AT

STOREFRONT AND (N) METAL
STUD FRAMED WALL

(N) 3" CONCRETE TOPPING OVER 3"
METAL DECK, TYP. NORTH OF

RETAINING WALL BELOW

HSS

ALTERNATE #01A
DETAIL A (N.T.S.)

5" AIR GAP V.I.F.

8" TYP. V.I.F.
(E) BRICK

(E) HOLLOW
CLAY TILE

(E) PLASTER

(N) HSS TUBE STEEL STRONG
BACK WITH EPOXY ANCHORS INTO
(E) BRICK AT 24" O.C. ALONG
HEIGHT OF WALL, TYP.

3'-0" MAX.

DETAIL A
TYP. AT EAST
FRACING PIERS
AT LOBBY

(E) WINDOW(E) WINDOW

(N) METAL STUD INFILL FRAMING
WITH EXTERIOR BRICK VENEER

(N) METAL STUD INFILL FRAMING
WITH EXTERIOR BRICK VENEER

(E) CONCRETE WALLS
BELOW, TYP.

(N) 6" THICK SHOTCRETE SHEAR
WALLS AT (E) BRICK PIERS WITH
CONNECTIONS TO ROOF, (E)
FIRST FLOOR CONCRETE SLAB,
AND (E) CONCRETE WALL
BELOW

(N) HELIOFLEX TIES AT MASONRY
CHIMNEY SPACED AT 24" O.C.
ALONG HEIGHT INTO (N)
SHOTCRETE WALL. TYP.

REDUCE MASONRY CHIMENY HEIGHT TO TOP OF PARAPET

ALTERNATE #11: (N) STEEL PIPE WITH HEADED STUDS
ALONG LENGTH OF MASONRY CHIMNEY, FULLY GROUTED.

(N) STEEL FRAMED STAIRS
(BY OTHERS)

(N) HSS STEEL TUBES AT 3'-0" O.C. MAX. AT (E) BRICK WALL WITH
CONNECTIONS TO (E) ROOF DIAPHRAGM AND (E) FIRST FLOOR

CONCRETE SLAB, TYP.

ALTERNATE #10: CENTER CORE AT (E) 12" THICK BRICK PIERS. PROVIDE
1/2" DIA. THREADED BAR IN 4" DIA. CORE DRILLED HOLE. EPOXY ANCHOR
INTO (E) CONCRETE WALL BELOW W/ 12" EMBEDDED POST TENSION BAR

AND FILL HOLE W/ EPOXY GROUD. STRENGTHEN CONNECTION TO (E)
ROOF DIAPHRAGM. PROVIDE (E) CORES PER PIER.

(N) STEEL WF
BEAMS, TYP.

(N) HELIFLEX BRICK TIES THROUGH
(E) VAULT CONCRETE WALL TO
BRICK @ 24" O.C. EACH WAY.

CONVERT (E) VAULT CONCRETE WALL
INTO A SHEAR WALL. (N) CONCRETE
WALL DOWN TO BASEMENT AND UP
TO ROOF DIAPHRAGM.

HSS

(N) STEEL HSS COLUMN WITH
CONNECTION TO (E)

CONCRETE WALL BELOW

(N) 2'-0" x 2'-0" x 1'-0" DEEP
CONCRETE FOOTING AT

(N) HSS POST

(N) STEEL HSS STRONG
BACKS @ 3'-0" O.C. MAX WITH
EPOXY ANCHORS AT 24" O.C.

ALONG HEIGHT OF WALL

HSS

2

S2.01

(N) CONCRETE WALL UP TO
ROOF DIAPHRAGM TO

ALIGN WITH (E) CONCRETE
VAULT WALL BELOW

(N) METAL STUD FRAMED
WALL WITH CONNECTIONS TO
ROOF DIAPHRAGM AND (E)
CONCRETE SLAB BELOW.
HELIFLIX ANCHORS @ 24" O.C.
EACH WAY FROM METAL
STUD TO (E) BRICK

(N) METAL STUD FRAMED WALL
 AT (E) HOLLOW CLAY TILE
PARTITION WALLS, TYP.

(N) HSS BEAM WITH HSS
POSTS AT 5'-0" O.C. MAX WITH

INTERMITTENT ANCHORS
ALONG HSS BEAM. LOCATE

BEAM DIRECTLY BELOW
LOOKOUT LEDGE AT (E)

HOLLOW CLAY TILE

REPLACE (E) HOLLOW CLAY
TILE WITH (N) METAL STUD
FRAMED WALL

(N) HSS STEEL TUBES AT 3'-0" O.C. MAX.
AT (E) BRICK WALL WITH CONNECTIONS
TO (E) ROOF DIAPHRAGM AND (E) FIRST
FLOOR CONCRETE SLAB, TYP.

AT LOOK-OUT
LEVEL ABOVE

AT INTERNAL WALL LOCATIONS WITH
(N) CLERESTORY WINDOWS, PROVIDE
JAMB METAL STUDS @ 6'-0" O.C. MAX

THAT EXTEND TO ATTIC FLOOR

PROVIDE (N) 6" THICK CONCRETE
HOUSEKEEPING PAD FOR (N) PERMANENT
EMERGENCY GENERATOR. REFERENCE
MECHANICAL FOR SIZE AND LOCATION.

CORROSION OBSERVED AT (E) EXTERIOR
WINDOW STEEL LINTELS. RUSTED STEEL
ANGLE LINTELS SHALL BE REPLACED WHERE
OCCURS.

LEGEND:

TEXT - BASE SCOPE

TEXT - ALTERNATE 

TEXT - ALTERNATE B (WHERE OCCURS)

(N) CONCRETE WALL

(E) CONCRETE WALL

(N) METAL STUD WALL

CONCRETE BELOW

02/07/2018

S. Lee
SD 17273_TCH_structural - KPFF 20180207
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D D
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S2.02

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02/02/18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED PLAN

-ROOF

 1/4" = 1'-0"S2.02

1 ROOF PLAN

(N) 1/2" PLYWOOD SHEATHING OVER AT ATTIC AND LOW
FLAT ROOF FRAMING WITH (N) STRAPPING AROUND

SKYLIGHT FRAMING. (N) STRAPPING AT HIGH ROOF OVER
(E) 1" STRAIGHT SHEATHING. ADDITIONAL CONNECTIONS

OF ROOF DIAPHRAGM TO THE (N) CONCRETE SHEAR
WALLS AND (E) MASONRY WALLS

ADD SIMPSON STRAPS
SPACED AT 4'-0" O.C. MAX

WITH EPOXY ANCHORS INTO
(E) MASONRY WALL, TYP AT

PERIMETER

(N) VERTICAL 1/2"
PLYWOOD SHEATHING
ALONG GRIDLINE C
BETWEEN LOW ROOF,
HIGH ROOF, AND
ATTIC FRAMING

(N) 1 1/2" METAL DECK
W/ STEEL WF BEAMS

@ 8'-0" O.C. MAX., TYP.

(N) STEEL WF BEAM
AT STOREFRONT

(N) WF HOIST BEAM AND HSS
ELEVATOR GUIDE RAIL
POSTS TO BE COORDINATED
WITH ELEVATOR
MANUFACTURER

(N) STEEL WF
BEAM, TYP.

(N) SIMPSON STRAP
CROSS TIES AT
EVERY THIRD TIE,
TYP. EACH WAY

(N) ANCHORS FROM (E)
MASONRY CHIMNEY TO (E) LOW
ROOF DIAPHRAGM WITH
ADDITIONAL STRAPS

(N) PARAPET BRACING (CONSISTING OF
2x4 ANGLED BRACING W/ PLYWOOD
SHEATHING ON THE SLOPE) ALONG (E)
BRICK WALL AT LOW ROOF. (N) EPOXY
ANCHORS @ 2'-0" O.C. AT STONE
COPING TO (E) BRICK WALL (MIN. 2
ANCHORS PER PIECE)

(N) 1/2" PLYWOOD SHEATHING OVER (E) 1"
STRAIGHT SHEATHING AT LOW ROOF.
ADDITIONAL CONNECTIONS OF ROOF
DIAPHRAGM TO THE (N) CONCRETE SHEAR
WALLS AND (E) MASONRY WALLS

REDUCE MASONRY CHIMENY HEIGHT TO (E) TOP OF PARAPET

ALTERNATE #11: (N) STEEL PIPE WITH HEADED STUDS ALONG
LENGTH OF MASONRY CHIMNEY, FULLY GROUTED.

(N) DRAG ELEMENT BETWEEN
ATTIC AND LOW ROOF, TYP.

(N) CONCRETE WALL
BELOW, TYP.

RUSTED STEEL PLATE (OR ANGLE LEG) OBSERVED
DURING SITE VISIT AT ATTIC FRAMING. FURTHER
INVESTIGATION NEEDED. STEEL ANGLE DOES NOT
APPEAR TO BE LOAD BEARING PER ORIGINAL
DRAWINGS, BUT NEEDS TO BE CONFIRMED. REF.
DETAIL A-A FOR LOCATION.

(E) SKYLIGHT
OPENING AT ATTIC
LEVEL ONLY

NO STRUCTURAL UPGRADES AT HISTORIC CUPOLA

ALTERNATE #04: PROVIDE (3) 1 1/4" DIA. STANDARD PIPES IN EACH
CORNER OF CUPOLA (12 TOTAL, SIMILAR TO ORIGINAL CUPOLA

CONSTRUCTION). PIPES TO CONNECT TO ATTIC AND HIGH ROOF
FRAMING AND CANTILEVER UP TO TOP OF CUPOLA. REFERENCE

DETAIL 5/A8.00 FOR MORE INFORMATION.

(N) VRF HEAT PUMP (TOTAL MAXIMUM
OPERATING WEIGHT = 1,000 LBS) 
REFERENCE MECHANICAL
PROVIDE ALLOWANCE FOR POSSIBLE
STRENGTHENING OF (E) LOW ROOF FRAMING
PENDING LOCATION OF EQUIPMENT.

A

A

NOTE: DETAIL TAKEN FROM ORIGINAL EXISTING DRAWINGS AND SHALL
ONLY BE USED FOR CONCEPTUAL PURPOSES. REFERENCE ORIGINAL
STRUCTURAL DRAWINGS FOR ANGLE SIZES.

SHORE

SHORE

COROSSION AT (E) STEEL
ANGLE/PLATE OBSERVED.
FURTHER INVESTIGATION

REQUIRED.

(E) DOUBLE STEEL ANGLE LINTELS, TYP. AT
WINDOW. (E) BRICK ABOVE LINTEL TO BE
DEMOLISHED TO DETERMINE (E) CONDITIONS OF
ANGLES. RUSTED STEEL LINTEL ANGLES TO BE
REPLACED WHERE OCCURS.

POSSIBLE UPPER LIMIT
EXTENT OF (E) BRICK

DEMOLITION

TYP. AT HIGH
ROOF WINDOW
OPENING

ALTERNATE #14
DETAIL B-B (N.T.S.)

NOTE: DETAIL TAKEN FROM ORIGINAL EXISTING DRAWINGS AND SHALL
ONLY BE USED FOR CONCEPTUAL PURPOSES. REFERENCE ORIGINAL
STRUCTURAL DRAWINGS FOR ANGLE SIZES.

SHORE

POSSIBLE UPPER LIMIT
EXTENT OF (E) BRICK

DEMOLITION

(E) DOUBLE STEEL ANGLE LINTELS, TYP. AT
WINDOW. (E) BRICK ABOVE LINTEL TO BE
DEMOLISHED TO DETERMINE (E) CONDITIONS OF
ANGLES. RUSTED STEEL LINTEL ANGLES TO BE
REPLACED WHERE OCCURS.

SHORE

SHORE

B

B TYP. AT LOW
ROOF WINDOW
OPENING

ALTERNATE #14
DETAIL A-A (N.T.S.)

(N) EXHAUST OPENING (2) LOCATIONS AT HIGH
ROOF. REFERENCE MECHANICAL FOR SIZE
AND LOCATION. WHERE OPENING EXCEEDS
16" IN ANY DIRECTION, PROVIDE ALLOWANCE
FOR STRENGTHENING OF (E) ROOF FRAMING

LEGEND:

TEXT - BASE SCOPE

TEXT - ALTERNATE 

TEXT - ALTERNATE B (WHERE OCCURS)

(N) CONCRETE WALL

(E) CONCRETE WALL

(N) METAL STUD WALL

CONCRETE BELOW

02/07/2018

S. Lee
SD 17273_TCH_structural - KPFF 20180207



FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

1 2. 3 4 53.1

T/CORNICE MAILING PLATFORM
111' - 7 1/8"

LOW ROOF BEARING ELEVATION
115' - 5"

6

ENTRY LEVEL (VERIFY)
97' - 0"

FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

B CA C.2 D

LOW ROOF BEARING ELEVATION
115' - 5"

LOOK-OUT MEZZANINE
108' - 0"
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S3.11

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02/02/18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED

ELEVATIONS

 1/4" = 1'-0"S3.11

1 WEST ELEVATION

 1/4" = 1'-0"S3.11

2 NORTH ELEVATION

(N) HELIFIX BRICK TIES OR EQUAL,
SPACED AT 24" O.C. EACH WAY, TYP.

AT (N) BRICK VENEER

(N) HELIFIX BRICK TIES (OR
EQUAL) SPACED AT 24" O.C.

EACH WAY INTO (E)
CONCRETE VAULT WALL

(N) HELIFIX BRICK TIES (OR
EQUAL) SPACED AT 24" O.C.
EACH WAY INTO (N) METAL

STUD FRAMED WALL

NO STRUCTURAL UPGRADES AT HISTORIC CUPOLA

ALTERNATE #04: PROVIDE (3) 1 1/4" DIA. STANDARD PIPES IN EACH
CORNER OF CUPOLA (12 TOTAL, SIMILAR TO ORIGINAL CUPOLA
CONSTRUCTION). PIPES TO CONNECT TO ATTIC AND HIGH ROOF
FRAMING AND CANTILEVER UP TO TOP OF CUPOLA. REFERENCE
DETAIL 5/A8.00 FOR MORE INFORMATION.

NO STRUCTURAL UPGRADES AT HISTORIC CUPOLA

ALTERNATE #04: PROVIDE (3) 1 1/4" DIA. STANDARD PIPES IN
EACH CORNER OF CUPOLA (12 TOTAL, SIMILAR TO ORIGINAL
CUPOLA CONSTRUCTION). PIPES TO CONNECT TO ATTIC AND
HIGH ROOF FRAMING AND CANTILEVER UP TO TOP OF CUPOLA.
REFERENCE DETAIL 5/A8.00 FOR MORE INFORMATION.

LEGEND:

TEXT - BASE SCOPE

TEXT - ALTERNATE 

02/07/2018

S. Lee
SD 17273_TCH_structural - KPFF 20180207



FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

BC AC.2D

T/CORNICE MAILING PLATFORM
111' - 7 1/8"

LOW ROOF BEARING ELEVATION
115' - 5"

ENTRY LEVEL (VERIFY)
97' - 0"

FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

12.345 3.1

T/CORNICE MAILING PLATFORM
111' - 7 1/8"

LOW ROOF BEARING ELEVATION
115' - 5"

6

ENTRY LEVEL (VERIFY)
97' - 0"

SHEET TITLE
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DRAWN
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DRAWING NO.

REVISIONS
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S3.12

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02/02/18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED

ELEVATIONS

 1/4" = 1'-0"S3.12

1 SOUTH ELEVATION

 1/4" = 1'-0"S3.12

2 EAST ELEVATION

SEE PLAN FOR (E) MASONRY
CHIMNEY REINFORCEMENT

(N) HELIFIX BRICK TIES OR EQUAL,
SPACED AT 24" O.C. EACH WAY, TYP.
AT (N) BRICK VENEER

NO STRUCTURAL UPGRADES AT HISTORIC CUPOLA

ALTERNATE #04: PROVIDE (3) 1 1/4" DIA. STANDARD PIPES IN
EACH CORNER OF CUPOLA (12 TOTAL, SIMILAR TO ORIGINAL
CUPOLA CONSTRUCTION). PIPES TO CONNECT TO ATTIC AND
HIGH ROOF FRAMING AND CANTILEVER UP TO TOP OF CUPOLA.
REFERENCE DETAIL 5/A8.00 FOR MORE INFORMATION, TYP.

NO STRUCTURAL UPGRADES AT HISTORIC CUPOLA

ALTERNATE #04: PROVIDE (3) 1 1/4" DIA. STANDARD PIPES IN EACH
CORNER OF CUPOLA (12 TOTAL, SIMILAR TO ORIGINAL CUPOLA
CONSTRUCTION). PIPES TO CONNECT TO ATTIC AND HIGH ROOF
FRAMING AND CANTILEVER UP TO TOP OF CUPOLA. REFERENCE
DETAIL 5/A8.00 FOR MORE INFORMATION, TYP.

LEGEND:

TEXT - BASE SCOPE

TEXT - ALTERNATE 

02/07/2018

S. Lee
SD 17273_TCH_structural - KPFF 20180207
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1
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RESTROOM

002A

BREAKROOM

001

FLEX/LEASE

013

POLICE EVIDENCE

004

ARCHIVES

006

SERVER ROOM

007

RESTROOM

012

RESTROOM

011

CORRIDOR

005

CORRIDOR

008

POLICE EVIDENCE
ROOM

004A

CLOSET

005A

02-08

02-07

02-04

02-05

02-06

02-11 02-11

02-09

02-01

02-0202-02

02-03

02-01

02-32

02-09

02-36

02-32

02-32

02-11

02-40

02-32 02-32

02-32 02-32

02-32

02-12 02-04

02-31

02-01

02-02 02-56

DEMOLITION GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. PROTECT AREAS OUTSIDE AREA OF WORK FROM DAMAGE DURING 

CONSTRUCTION. PROTECTION REQUIREMENTS INCLUDE THE INSTALLATION 
OF PHYSICAL BARRIERS TO RESTRICT ACCESS TO, AND PREVENT DAMAGE 
FROM, CONSTRUCTION ACTIVITIES RELATED TO THIS WORK. PROTECTION 
SHALL BE OF REQUIRED SIZE AND THICKNESS TO WITHSTAND IMPACT FROM 
FALLING DEBRIS, ROLLING EQUIPMENT, AND DELIVERY OF MATERIALS. 
BARRIER MATERIALS ARE TO BE INSTALLED WITHOUT ATTACHMENT 
DIRECTLY TO ADJACENT HISTORIC BUILDINGS, SURFACES, OR SITE WORK. 
PROTECT EXISTING SITE IMPROVEMENTS, APPURTENANCES, AND 
LANDSCAPING. COVER AND PROTECT FURNITURE, FURNISHINGS, SUPPLIES, 
AND EQUIPMENT THAT HAVE NOT BEEN REMOVED. PROVIDE TEMPORARY 
WEATHER PROTECTION TO ENSURE THAT NO WATER LEAKAGE OR DAMAGE 
OCCURS TO STRUCTURE OR INTERIOR AREAS OF EXISTING BUILDING.

3. REFERENCE ELEVATIONS AND PROJECT MANUAL FOR ADDITIONAL 
DEMOLITION INFORMATION.

4. AREAS OF REMOVAL SHOWN FOR STRUCTURAL, MECHANICAL, ELECTRICAL, 
PLUMBING, AND FIRE PROTECTION ARE APPROXIMATE. SEE DISCPLINE 
DRAWINGS FOR ADDITIONAL AREAS OF DEMOLITION.

5. LAYOUT ON SITE & COORDINATE ALL (N) OPENINGS WITH PARTION LAYOUT 
AND HAVE ARCHITECT REVIEW LAYOUT PRIOR TO CUTTING.

6. SALVAGE ALL (E) FIRE EXTINGUISHERS FOR REINSTALLATION.
7. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR DESCRIPTION 

OF BASE SCOPE AND ALTERNATES, WHERE NOTED.
8. REFER TO SHEETS AE9.06 FOR EXISTING CONDITIONS REFERENCE PHOTOS.
9. PROVIDE SUPPORT FOR CEILING/ROOF DURING DEMOLITION WORK, WHERE 

REQUIRED. SEE STRUCTURAL.

(E) WALL ASSEMBLY TO REMAIN

(E) DOOR TO REMAIN. SEE DOOR 
SCHEDULE FOR ADDITIONAL INFO

REMOVE PORTION OF (E) WALL. 
COORDINATE DEMOLITION WITH 
SCOPE OF (N) WORK, AS DEFINED 
IN DOCUMENTS

REMOVE (E) DOOR, 
FRAME, AND HARDWARE

DEMOLITION PLAN LEGEND
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AD2.0B

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

DEMOLITION PLAN -

GROUND FLOOR

 1/4" = 1'-0"AD2.0B

1 GROUND FLOOR PLAN

02-01 REMOVE (E) TOILET PARTITION. SALVAGE FOR REUSE.

02-02 REMOVE (E) TOILET

02-03 REMOVE (E) FLOOR MOUNTED URINAL

02-04 REMOVE (E) DOOR AND FRAME. SALVAGE TO OWNER

02-05 REMOVE (E) WINDOW AND FRAME. SALVAGE TO OWNER

02-06 REMOVE (E) COAL CHUTE. PREP TO FILL OPENING

02-07 REMOVE (E) CONCRETE STAIRS, PIPE RAILING, AND GUARDRAIL

02-08 REMOVE (E) CONCRETE RETAINING WALL

02-09 REMOVE (E) DOOR

02-11 REMOVE (E) ACOUSTIC CEILING PANELS

02-12 REMOVE (E) PARTITION

02-31 REMOVE (E) MECHANICAL EQUIPMENT AND WINDOW INSERT.  SEE
EXISTING CONDITIONS PHOTOS ON SHEET AE9.06.

02-32 REMOVE (E) CARPET AND UNDERLAYMENT

02-36 REMOVE (E) DOOR FRAME

02-40 REMOVE (E) MECHANICAL AND ELECTRICAL EQUIPMENT,
COMPLETE

02-56 REMOVE (E) LAVATORY.  SALVAGE FOR REUSE.

KEYNOTES
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02-16

02-05 02-31

02-02

02-02

02-13

02-13

02-35

02-37

02-32

02-32
02-32

02-45

02-32

02-38

02-32 02-32

02-41

02-32

02-42

02-43

02-44

02-44

TYP02-50

TYP02-50

TYP02-51

02-52

02-30
ALT # 01A

ALT # 10

02-51

ALT # 10

02-52

TYP02-53

TYP02-53

02-52

ALT # 01A

02-30

ALT # 01A ALT # 01A

02-3002-30 02-30 02-30 02-30

ALT # 01AALT # 01A

TYP02-51

TYP02-54
ALT # 01A

ALT # 01B

02-55

02-55

TYP02-51

02-55

02-55

02-52

02-52

02-52

02-52

02-31

02-31

02-5602-02

02-01

DEMOLITION GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. PROTECT AREAS OUTSIDE AREA OF WORK FROM DAMAGE DURING 

CONSTRUCTION. PROTECTION REQUIREMENTS INCLUDE THE INSTALLATION 
OF PHYSICAL BARRIERS TO RESTRICT ACCESS TO, AND PREVENT DAMAGE 
FROM, CONSTRUCTION ACTIVITIES RELATED TO THIS WORK. PROTECTION 
SHALL BE OF REQUIRED SIZE AND THICKNESS TO WITHSTAND IMPACT FROM 
FALLING DEBRIS, ROLLING EQUIPMENT, AND DELIVERY OF MATERIALS. 
BARRIER MATERIALS ARE TO BE INSTALLED WITHOUT ATTACHMENT 
DIRECTLY TO ADJACENT HISTORIC BUILDINGS, SURFACES, OR SITE WORK. 
PROTECT EXISTING SITE IMPROVEMENTS, APPURTENANCES, AND 
LANDSCAPING. COVER AND PROTECT FURNITURE, FURNISHINGS, SUPPLIES, 
AND EQUIPMENT THAT HAVE NOT BEEN REMOVED. PROVIDE TEMPORARY 
WEATHER PROTECTION TO ENSURE THAT NO WATER LEAKAGE OR DAMAGE 
OCCURS TO STRUCTURE OR INTERIOR AREAS OF EXISTING BUILDING.

3. REFERENCE ELEVATIONS AND PROJECT MANUAL FOR ADDITIONAL 
DEMOLITION INFORMATION.

4. AREAS OF REMOVAL SHOWN FOR STRUCTURAL, MECHANICAL, ELECTRICAL, 
PLUMBING, AND FIRE PROTECTION ARE APPROXIMATE. SEE DISCPLINE 
DRAWINGS FOR ADDITIONAL AREAS OF DEMOLITION.

5. LAYOUT ON SITE & COORDINATE ALL (N) OPENINGS WITH PARTION LAYOUT 
AND HAVE ARCHITECT REVIEW LAYOUT PRIOR TO CUTTING.

6. SALVAGE ALL (E) FIRE EXTINGUISHERS FOR REINSTALLATION.
7. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR DESCRIPTION 

OF BASE SCOPE AND ALTERNATES, WHERE NOTED.
8. REFER TO SHEETS AE9.06 FOR EXISTING CONDITIONS REFERENCE PHOTOS.
9. PROVIDE SUPPORT FOR CEILING/ROOF DURING DEMOLITION WORK, WHERE 

REQUIRED. SEE STRUCTURAL.

(E) WALL ASSEMBLY TO REMAIN

(E) DOOR TO REMAIN. SEE DOOR 
SCHEDULE FOR ADDITIONAL INFO

REMOVE PORTION OF (E) WALL. 
COORDINATE DEMOLITION WITH 
SCOPE OF (N) WORK, AS DEFINED 
IN DOCUMENTS

REMOVE (E) DOOR, 
FRAME, AND HARDWARE

DEMOLITION PLAN LEGEND

B B

C C

1

1

2.

2.

1

A3.11

1

A3.11

LOOK-OUT

M-1

02-57

02-58

02-59

SHEET TITLE

ISSUANCE

PROJ. NO.

DRAWN

CHECKED

DRAWING NO.

REVISIONS

NO. DATEDESCRIPTION

Architectural

Resources Group

720 SW Washington Street, Suite 300

Portland, Oregon 97205

971.256.5316

argsf.com

2/7/2018 2:23:21 PMBIM 360://Tillamook City Hall/17273_TCH_ARCHITECTURAL-Central.rvt As indicated

AD2.01

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

DEMOLITION PLAN -

FIRST FLOOR

 1/4" = 1'-0"AD2.01

1 FIRST FLOOR

02-53 REMOVE (E) PLASTER AND WOOD CHAIRRAIL WHERE (N) METAL
STUD WALLS NOTED, PER STRUCTURAL. SALVAGE TRIM FOR
REINSTALLATION.

02-54 REMOVE (E) PLASTER.

02-55 REMOVE (E) TERRACOTTA FURRING WALL WHERE (N) SHOTCRETE
NOTED, PER STRUCTURAL.

02-56 REMOVE (E) LAVATORY.  SALVAGE FOR REUSE.

02-57 REMOVE (E) TERRACOTTA  WALL WHERE (N) CONCRETE WALL
NOTED, PER STRUCTURAL.

02-58 REMOVE (E) ROOF ACCESS LADDER. SALVAGE FOR REUSE.

02-59 REMOVE (E) DOOR AND FRAME. SALVAGE FOR REUSE.

02-31 REMOVE (E) MECHANICAL EQUIPMENT AND WINDOW INSERT.  SEE
EXISTING CONDITIONS PHOTOS ON SHEET AE9.06.

02-32 REMOVE (E) CARPET AND UNDERLAYMENT

02-35 REMOVE (E) ROOF ACCESS LADDER, ABOVE

02-37 CUT SLAB BACK TO ACCOMMODATE PROPOSED LOBBY

02-38 REMOVE (E) COUNCIL DIAS AND PLATFORM

02-41 REMOVE (E) CASEWORK AND COUNTER. SALVAGE TO OWNER

02-42 REMOVE PORTION OF (E) RAILING TO ACCOMMODATE (N) EGRESS
STAIR

02-43 REMOVE (E) RAILING. SALVAGE TO OWNER.

02-44 REMOVE (E) CASEWORK AND COUNTER.

02-45 REMOVE (E) LINOLEUM AND UNDERLAYMENT

02-50 REMOVE (E) WINDOW BLINDS

02-51 REMOVE (E) PLASTER AND WOOD WAINSCOT WHERE (N)
SHOTCRETE NOTED, PER STRUCTURAL. SALVAGE WAINSCOT FOR
REINSTALLATION.

02-52 REMOVE (E) WOOD WINDOW OR DOOR TRIM TO ACCOMMODATE
STRUCTURAL UPGRADES. SALVAGE FOR REINSTALLATION.

02-01 REMOVE (E) TOILET PARTITION. SALVAGE FOR REUSE.

02-02 REMOVE (E) TOILET

02-05 REMOVE (E) WINDOW AND FRAME. SALVAGE TO OWNER

02-07 REMOVE (E) CONCRETE STAIRS, PIPE RAILING, AND GUARDRAIL

02-12 REMOVE (E) PARTITION

02-13 REMOVE (E) LAVATORY.

02-14 REMOVE (E) WINDOW AND FRAME

02-15 REMOVE (E) WINDOW AND FRAME. SALVAGE FOR REINSTALLATION

02-16 REMOVE (E) DOOR AND FRAME

02-17 REMOVE (E) MASONRY WALL

02-18 REMOVE (E) PARTITION WALL INSERT

02-19 REMOVE (E) CONCRETE AND MASONRY RAMP, COMPLETE

02-20 REMOVE (E) FRAMED SHELTER, COMPLETE

02-21 REMOVE (E) EXTERIOR WALL INSERT. PREP FOR INSTALLATION OF
SALVAGED WINDOW

02-30 REMOVE (E) MARBLE WAINSCOT PANEL. PROTECT AND SALVAGE
FOR REINSTALLATION

KEYNOTES

 1/4" = 1'-0"AD2.01

2 LOOK-OUT MEZZANINE ABOVE VAULT
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02-25

02-24

02-23

02-23

ALT # 11

ALT # 04

02-22

02-26

02-26

02-26

02-25

02-20

02-33

02-27

ALT # 12

02-46 02-46

02-47 02-47

02-48

02-48

02-60

ALT # 14

DEMOLITION GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. PROTECT AREAS OUTSIDE AREA OF WORK FROM DAMAGE DURING 

CONSTRUCTION. PROTECTION REQUIREMENTS INCLUDE THE INSTALLATION 
OF PHYSICAL BARRIERS TO RESTRICT ACCESS TO, AND PREVENT DAMAGE 
FROM, CONSTRUCTION ACTIVITIES RELATED TO THIS WORK. PROTECTION 
SHALL BE OF REQUIRED SIZE AND THICKNESS TO WITHSTAND IMPACT FROM 
FALLING DEBRIS, ROLLING EQUIPMENT, AND DELIVERY OF MATERIALS. 
BARRIER MATERIALS ARE TO BE INSTALLED WITHOUT ATTACHMENT 
DIRECTLY TO ADJACENT HISTORIC BUILDINGS, SURFACES, OR SITE WORK. 
PROTECT EXISTING SITE IMPROVEMENTS, APPURTENANCES, AND 
LANDSCAPING. COVER AND PROTECT FURNITURE, FURNISHINGS, SUPPLIES, 
AND EQUIPMENT THAT HAVE NOT BEEN REMOVED. PROVIDE TEMPORARY 
WEATHER PROTECTION TO ENSURE THAT NO WATER LEAKAGE OR DAMAGE 
OCCURS TO STRUCTURE OR INTERIOR AREAS OF EXISTING BUILDING.

3. REFERENCE ELEVATIONS AND PROJECT MANUAL FOR ADDITIONAL 
DEMOLITION INFORMATION.

4. AREAS OF REMOVAL SHOWN FOR STRUCTURAL, MECHANICAL, ELECTRICAL, 
PLUMBING, AND FIRE PROTECTION ARE APPROXIMATE. SEE DISCPLINE 
DRAWINGS FOR ADDITIONAL AREAS OF DEMOLITION.

5. LAYOUT ON SITE & COORDINATE ALL (N) OPENINGS WITH PARTION LAYOUT 
AND HAVE ARCHITECT REVIEW LAYOUT PRIOR TO CUTTING.

6. SALVAGE ALL (E) FIRE EXTINGUISHERS FOR REINSTALLATION.
7. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR DESCRIPTION 

OF BASE SCOPE AND ALTERNATES, WHERE NOTED.
8. REFER TO SHEETS AE9.06 FOR EXISTING CONDITIONS REFERENCE PHOTOS.
9. PROVIDE SUPPORT FOR CEILING/ROOF DURING DEMOLITION WORK, WHERE 

REQUIRED. SEE STRUCTURAL.

SHINGLE ROOF

STANDING SEAM ROOF

BUILT-UP LOW SLOPE ROOF

ROOF PLAN LEGEND

SHEET TITLE

ISSUANCE

PROJ. NO.

DRAWN

CHECKED

DRAWING NO.

REVISIONS

NO. DATEDESCRIPTION

Architectural

Resources Group

720 SW Washington Street, Suite 300

Portland, Oregon 97205

971.256.5316

argsf.com

2/7/2018 2:23:21 PMBIM 360://Tillamook City Hall/17273_TCH_ARCHITECTURAL-Central.rvt As indicated

AD2.02

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

DEMOLITION PLAN -

ROOF

 1/4" = 1'-0"AD2.02

1 ROOF PLAN

02-20 REMOVE (E) FRAMED SHELTER, COMPLETE

02-22 REMOVE (E) ROOF AND FRAMING

02-23 REMOVE (E) METAL CAP

02-24 REMOVE (E) SHINGLE ROOF AND SHEATHING

02-25 REMOVE (E) ROOF MEMBRANE AND SHEATHING

02-26 REMOVE (E) COPPER GUTTER FLASHING

02-27 REMOVE (E) CAP FLASHING

02-33 REMOVE (E) THRU WALL FLASHING. PREP FOR BUILT-UP ROOFING
AND PARAPET CAP FLASHING

02-46 REMOVE (E) ROOF DRAIN. PREP FOR NEW ROOF DRAIN AND
OVERFLOW

02-47 REMOVE (E) SPLASHBLOCK, BELOW GUTTER OUTLET.

02-48 REMOVE ALL (E) WATERPROOFING MEMBRANES, SHEET METAL,
AND SEALANTS TO STONE SUBSTRATE AT ALL GUTTER ELEMENTS.

02-60 DEMO (E) BRICK AT LINTELS AND REPLACE BOTH. SHORING REQ'D
AT ATTIC AND HIGH ROOF FRAMING.

KEYNOTES



FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

1 2. 3 4 53.1

T/CORNICE MAILING PLATFORM
111' - 7 1/8"

LOW ROOF BEARING ELEVATION
115' - 5"

6

02-23

ALT # 04

02-23

02-17

02-24

02-25

02-28

02-15

02-34

02-31

ALT # 11

ALT # 11

02-05

ALT # 13

LOOK-OUT MEZZANINE
108' - 0"

FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

B CA C.2 D

LOW ROOF BEARING ELEVATION
115' - 5"

02-24

02-23

02-28 02-17

02-23

ALT # 11

ALT # 11

ALT # 04

02-25

LOOK-OUT MEZZANINE
108' - 0"

DEMOLITION GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. PROTECT AREAS OUTSIDE AREA OF WORK FROM DAMAGE DURING 

CONSTRUCTION. PROTECTION REQUIREMENTS INCLUDE THE INSTALLATION 
OF PHYSICAL BARRIERS TO RESTRICT ACCESS TO, AND PREVENT DAMAGE 
FROM, CONSTRUCTION ACTIVITIES RELATED TO THIS WORK. PROTECTION 
SHALL BE OF REQUIRED SIZE AND THICKNESS TO WITHSTAND IMPACT FROM 
FALLING DEBRIS, ROLLING EQUIPMENT, AND DELIVERY OF MATERIALS. 
BARRIER MATERIALS ARE TO BE INSTALLED WITHOUT ATTACHMENT 
DIRECTLY TO ADJACENT HISTORIC BUILDINGS, SURFACES, OR SITE WORK. 
PROTECT EXISTING SITE IMPROVEMENTS, APPURTENANCES, AND 
LANDSCAPING. COVER AND PROTECT FURNITURE, FURNISHINGS, SUPPLIES, 
AND EQUIPMENT THAT HAVE NOT BEEN REMOVED. PROVIDE TEMPORARY 
WEATHER PROTECTION TO ENSURE THAT NO WATER LEAKAGE OR DAMAGE 
OCCURS TO STRUCTURE OR INTERIOR AREAS OF EXISTING BUILDING.

3. REFERENCE ELEVATIONS AND PROJECT MANUAL FOR ADDITIONAL 
DEMOLITION INFORMATION.

4. AREAS OF REMOVAL SHOWN FOR STRUCTURAL, MECHANICAL, ELECTRICAL, 
PLUMBING, AND FIRE PROTECTION ARE APPROXIMATE. SEE DISCPLINE 
DRAWINGS FOR ADDITIONAL AREAS OF DEMOLITION.

5. LAYOUT ON SITE & COORDINATE ALL (N) OPENINGS WITH PARTION LAYOUT 
AND HAVE ARCHITECT REVIEW LAYOUT PRIOR TO CUTTING.

6. SALVAGE ALL (E) FIRE EXTINGUISHERS FOR REINSTALLATION.
7. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR DESCRIPTION 

OF BASE SCOPE AND ALTERNATES, WHERE NOTED.
8. REFER TO SHEETS AE9.06 FOR EXISTING CONDITIONS REFERENCE PHOTOS.
9. PROVIDE SUPPORT FOR CEILING/ROOF DURING DEMOLITION WORK, WHERE 

REQUIRED. SEE STRUCTURAL.

SHEET TITLE

ISSUANCE

PROJ. NO.

DRAWN

CHECKED

DRAWING NO.

REVISIONS

NO. DATEDESCRIPTION

Architectural

Resources Group

720 SW Washington Street, Suite 300

Portland, Oregon 97205

971.256.5316

argsf.com

2/7/2018 2:23:23 PMBIM 360://Tillamook City Hall/17273_TCH_ARCHITECTURAL-Central.rvt As indicated

AD3.01

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

DEMOLITION -

ELEVATIONS

 1/4" = 1'-0"AD3.01

1 WEST ELEVATION

 1/4" = 1'-0"AD3.01

2 NORTH ELEVATION

02-05 REMOVE (E) WINDOW AND FRAME. SALVAGE TO OWNER

02-15 REMOVE (E) WINDOW AND FRAME. SALVAGE FOR REINSTALLATION

02-17 REMOVE (E) MASONRY WALL

02-23 REMOVE (E) METAL CAP

02-24 REMOVE (E) SHINGLE ROOF AND SHEATHING

02-25 REMOVE (E) ROOF MEMBRANE AND SHEATHING

02-28 REMOVE (E) COPPER SIDING AND WALL SHEATHING

02-31 REMOVE (E) MECHANICAL EQUIPMENT AND WINDOW INSERT.  SEE
EXISTING CONDITIONS PHOTOS ON SHEET AE9.06.

02-34 REMOVE (E) SANDSTONE PANEL. PROTECT AND SALVAGE FOR
REINSTALLATION

KEYNOTES



FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

12.345 3.1

T/CORNICE MAILING PLATFORM
111' - 7 1/8"

LOW ROOF BEARING ELEVATION
115' - 5"

6

ALT # 04

02-23

02-24

02-09

02-23

02-17

02-22

02-17

02-14 02-20

02-19

ALT # 04

ALT # 04

02-49

ALT # 05

LOOK-OUT MEZZANINE
108' - 0"

FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

BC AC.2D

T/CORNICE MAILING PLATFORM
111' - 7 1/8"

LOW ROOF BEARING ELEVATION
115' - 5"

02-23

02-2502-28 02-24

02-14

02-21

02-20

02-19

02-15

02-22

02-17

02-23

02-17

02-04

02-05

02-39

02-07

ALT # 04

ALT # 11

ALT # 11

02-34

ENTRY LEVEL (VERIFY)
97' - 0"

LOOK-OUT MEZZANINE
108' - 0"

DEMOLITION GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. PROTECT AREAS OUTSIDE AREA OF WORK FROM DAMAGE DURING 

CONSTRUCTION. PROTECTION REQUIREMENTS INCLUDE THE INSTALLATION 
OF PHYSICAL BARRIERS TO RESTRICT ACCESS TO, AND PREVENT DAMAGE 
FROM, CONSTRUCTION ACTIVITIES RELATED TO THIS WORK. PROTECTION 
SHALL BE OF REQUIRED SIZE AND THICKNESS TO WITHSTAND IMPACT FROM 
FALLING DEBRIS, ROLLING EQUIPMENT, AND DELIVERY OF MATERIALS. 
BARRIER MATERIALS ARE TO BE INSTALLED WITHOUT ATTACHMENT 
DIRECTLY TO ADJACENT HISTORIC BUILDINGS, SURFACES, OR SITE WORK. 
PROTECT EXISTING SITE IMPROVEMENTS, APPURTENANCES, AND 
LANDSCAPING. COVER AND PROTECT FURNITURE, FURNISHINGS, SUPPLIES, 
AND EQUIPMENT THAT HAVE NOT BEEN REMOVED. PROVIDE TEMPORARY 
WEATHER PROTECTION TO ENSURE THAT NO WATER LEAKAGE OR DAMAGE 
OCCURS TO STRUCTURE OR INTERIOR AREAS OF EXISTING BUILDING.

3. REFERENCE ELEVATIONS AND PROJECT MANUAL FOR ADDITIONAL 
DEMOLITION INFORMATION.

4. AREAS OF REMOVAL SHOWN FOR STRUCTURAL, MECHANICAL, ELECTRICAL, 
PLUMBING, AND FIRE PROTECTION ARE APPROXIMATE. SEE DISCPLINE 
DRAWINGS FOR ADDITIONAL AREAS OF DEMOLITION.

5. LAYOUT ON SITE & COORDINATE ALL (N) OPENINGS WITH PARTION LAYOUT 
AND HAVE ARCHITECT REVIEW LAYOUT PRIOR TO CUTTING.

6. SALVAGE ALL (E) FIRE EXTINGUISHERS FOR REINSTALLATION.
7. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR DESCRIPTION 

OF BASE SCOPE AND ALTERNATES, WHERE NOTED.
8. REFER TO SHEETS AE9.06 FOR EXISTING CONDITIONS REFERENCE PHOTOS.
9. PROVIDE SUPPORT FOR CEILING/ROOF DURING DEMOLITION WORK, WHERE 

REQUIRED. SEE STRUCTURAL.
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DRAWN

CHECKED

DRAWING NO.

REVISIONS

NO. DATEDESCRIPTION

Architectural

Resources Group

720 SW Washington Street, Suite 300

Portland, Oregon 97205
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argsf.com
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AD3.02

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

DEMOLITION -

ELEVATIONS

 1/4" = 1'-0"AD3.02

1 EAST ELEVATION

 1/4" = 1'-0"AD3.02

2 SOUTH ELEVATION

02-04 REMOVE (E) DOOR AND FRAME. SALVAGE TO OWNER

02-05 REMOVE (E) WINDOW AND FRAME. SALVAGE TO OWNER

02-07 REMOVE (E) CONCRETE STAIRS, PIPE RAILING, AND GUARDRAIL

02-09 REMOVE (E) DOOR

02-14 REMOVE (E) WINDOW AND FRAME

02-15 REMOVE (E) WINDOW AND FRAME. SALVAGE FOR REINSTALLATION

02-17 REMOVE (E) MASONRY WALL

02-19 REMOVE (E) CONCRETE AND MASONRY RAMP, COMPLETE

02-20 REMOVE (E) FRAMED SHELTER, COMPLETE

02-21 REMOVE (E) EXTERIOR WALL INSERT. PREP FOR INSTALLATION OF
SALVAGED WINDOW

02-22 REMOVE (E) ROOF AND FRAMING

02-23 REMOVE (E) METAL CAP

02-24 REMOVE (E) SHINGLE ROOF AND SHEATHING

02-25 REMOVE (E) ROOF MEMBRANE AND SHEATHING

02-28 REMOVE (E) COPPER SIDING AND WALL SHEATHING

02-34 REMOVE (E) SANDSTONE PANEL. PROTECT AND SALVAGE FOR
REINSTALLATION

02-39 REMOVE (E) CONCRETE LANDING

02-49 REMOVE (E) METAL BUILDING SIGN. SALVAGE TO OWNER.

KEYNOTES



02-11 02-11

02-11

DEMOLITION GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. PROTECT AREAS OUTSIDE AREA OF WORK FROM DAMAGE DURING 

CONSTRUCTION. PROTECTION REQUIREMENTS INCLUDE THE INSTALLATION 
OF PHYSICAL BARRIERS TO RESTRICT ACCESS TO, AND PREVENT DAMAGE 
FROM, CONSTRUCTION ACTIVITIES RELATED TO THIS WORK. PROTECTION 
SHALL BE OF REQUIRED SIZE AND THICKNESS TO WITHSTAND IMPACT FROM 
FALLING DEBRIS, ROLLING EQUIPMENT, AND DELIVERY OF MATERIALS. 
BARRIER MATERIALS ARE TO BE INSTALLED WITHOUT ATTACHMENT 
DIRECTLY TO ADJACENT HISTORIC BUILDINGS, SURFACES, OR SITE WORK. 
PROTECT EXISTING SITE IMPROVEMENTS, APPURTENANCES, AND 
LANDSCAPING. COVER AND PROTECT FURNITURE, FURNISHINGS, SUPPLIES, 
AND EQUIPMENT THAT HAVE NOT BEEN REMOVED. PROVIDE TEMPORARY 
WEATHER PROTECTION TO ENSURE THAT NO WATER LEAKAGE OR DAMAGE 
OCCURS TO STRUCTURE OR INTERIOR AREAS OF EXISTING BUILDING.

3. REFERENCE ELEVATIONS AND PROJECT MANUAL FOR ADDITIONAL 
DEMOLITION INFORMATION.

4. AREAS OF REMOVAL SHOWN FOR STRUCTURAL, MECHANICAL, ELECTRICAL, 
PLUMBING, AND FIRE PROTECTION ARE APPROXIMATE. SEE DISCPLINE 
DRAWINGS FOR ADDITIONAL AREAS OF DEMOLITION.

5. LAYOUT ON SITE & COORDINATE ALL (N) OPENINGS WITH PARTION LAYOUT 
AND HAVE ARCHITECT REVIEW LAYOUT PRIOR TO CUTTING.

6. SALVAGE ALL (E) FIRE EXTINGUISHERS FOR REINSTALLATION.
7. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR DESCRIPTION 

OF BASE SCOPE AND ALTERNATES, WHERE NOTED.
8. REFER TO SHEETS AE9.06 FOR EXISTING CONDITIONS REFERENCE PHOTOS.
9. PROVIDE SUPPORT FOR CEILING/ROOF DURING DEMOLITION WORK, WHERE 

REQUIRED. SEE STRUCTURAL.

2 x 2 SAT

CEILING PLAN LEGEND

OPEN TO STRUCTURE
OR
(E) FINISH TO REMAIN

2 x 4 SAT

1 x1 ACOUSTIC PANELS

GYPSUM BOARD ON 
METAL STUD
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Architectural

Resources Group

720 SW Washington Street, Suite 300

Portland, Oregon 97205
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AD6.0B

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

DEMOLITION

CEILING PLAN -

GROUND FLOOR

 1/4" = 1'-0"AD6.0B

1 DEMOLITON CEILING PLAN - GROUND FLOOR

02-11 REMOVE (E) ACOUSTIC CEILING PANELS

KEYNOTES



02-2902-29

DEMOLITION GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. PROTECT AREAS OUTSIDE AREA OF WORK FROM DAMAGE DURING 

CONSTRUCTION. PROTECTION REQUIREMENTS INCLUDE THE INSTALLATION 
OF PHYSICAL BARRIERS TO RESTRICT ACCESS TO, AND PREVENT DAMAGE 
FROM, CONSTRUCTION ACTIVITIES RELATED TO THIS WORK. PROTECTION 
SHALL BE OF REQUIRED SIZE AND THICKNESS TO WITHSTAND IMPACT FROM 
FALLING DEBRIS, ROLLING EQUIPMENT, AND DELIVERY OF MATERIALS. 
BARRIER MATERIALS ARE TO BE INSTALLED WITHOUT ATTACHMENT 
DIRECTLY TO ADJACENT HISTORIC BUILDINGS, SURFACES, OR SITE WORK. 
PROTECT EXISTING SITE IMPROVEMENTS, APPURTENANCES, AND 
LANDSCAPING. COVER AND PROTECT FURNITURE, FURNISHINGS, SUPPLIES, 
AND EQUIPMENT THAT HAVE NOT BEEN REMOVED. PROVIDE TEMPORARY 
WEATHER PROTECTION TO ENSURE THAT NO WATER LEAKAGE OR DAMAGE 
OCCURS TO STRUCTURE OR INTERIOR AREAS OF EXISTING BUILDING.

3. REFERENCE ELEVATIONS AND PROJECT MANUAL FOR ADDITIONAL 
DEMOLITION INFORMATION.

4. AREAS OF REMOVAL SHOWN FOR STRUCTURAL, MECHANICAL, ELECTRICAL, 
PLUMBING, AND FIRE PROTECTION ARE APPROXIMATE. SEE DISCPLINE 
DRAWINGS FOR ADDITIONAL AREAS OF DEMOLITION.

5. LAYOUT ON SITE & COORDINATE ALL (N) OPENINGS WITH PARTION LAYOUT 
AND HAVE ARCHITECT REVIEW LAYOUT PRIOR TO CUTTING.

6. SALVAGE ALL (E) FIRE EXTINGUISHERS FOR REINSTALLATION.
7. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR DESCRIPTION 

OF BASE SCOPE AND ALTERNATES, WHERE NOTED.
8. REFER TO SHEETS AE9.06 FOR EXISTING CONDITIONS REFERENCE PHOTOS.
9. PROVIDE SUPPORT FOR CEILING/ROOF DURING DEMOLITION WORK, WHERE 

REQUIRED. SEE STRUCTURAL.

2 x 2 SAT

CEILING PLAN LEGEND

OPEN TO STRUCTURE
OR
(E) FINISH TO REMAIN

2 x 4 SAT

1 x1 ACOUSTIC PANELS

GYPSUM BOARD ON 
METAL STUD
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AD6.01

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

DEMOLITION

CEILING PLAN - FIRST

FLOOR

 1/4" = 1'-0"AD6.01

1 DEMOLITION CEILING PLAN - FIRST FLOOR

02-29 REMOVE (E) ACOUSTIC CEILING GRID, SUPPORTS, AND PANELS

KEYNOTES



EXISTING PLANTING AREA

NEW CONCRETE PEDESTRIAN 
PATH FROM EGRESS DOOR

NEW CONCRETE 
PEDESTRIAN PATH TO 
LOBBY 

NEW PLANTING AREA 

NEW PLANTING AREA 

NEW ENTRY PLAZAEXISTING PARKING 
LOT TO REMAIN

GENERATOR PAD LOCATION. 
VERIFY DIMENSIONS WITH 
ELECTRICAL. 
ALT # 03

REPLACE SHADE WITH REPLICA 
OF HISTORIC CONDITION. REFER 
TO DETAIL 17/A8.00 
ALT # 02

FLOOR PLAN GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. SEE EXISTING CONDITIONS PLANS FOR GRID DIMENSIONS.
3. SEE ENLARGED PLAN DRAWINGS/DETAILS AND INTERIOR 

ELEVATIONS FOR ADDITIONAL SCOPE AND DETAILS.
4. WHERE (N) WORK REQUIRES INFILL AND/OR REPAIR TO (E) 

FINISHES, THOSE PATCHES AND (N) WALLS SHALL MATCH THE 
EXISTING ADJACENT HISTORIC FINISH IN KIND, TEXTURE, AND 
COLOR.

5. PATCH OR INFILL ALL FLOORS, CEILINGS AND WALLS DISTURBED 
BY CONSTRUCTION TO MATCH AND ALIGN WITH ADJACENT 
FINISHES.

6. REPAIR AND REINSTALL ALL DOORS AND INDOWS, INCULDING 
CASINGS, AS REQUIRED.

7. PROVIDE LEVER HANDLED DOOR HARDWARE THROUGHOUT TO 
MEET ADA REQUIREMENTS.

8. SEE REFLECTED CEILING PLANS (STARTING ON SHEET A6.0B) 
FOR CEILING SCOPE OF WORK.

9. ALL INTERIOR EXISTING WALLS ARE TYPE _ AND ALL NEW WALLS 
ARE TYPE _, PER SHEET A8.00 UNLESS OTHERWISE NOTED.  

10. REINSTALL ALL SALVAGED FIRE EXTINGUISHERS.
11. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 
NOTED.

12. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 
CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 
REFERENCE PHOTOS.
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A2.00

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED PLAN -

SITE

 1/8" = 1'-0"A2.00

1 SITE PLAN



UP

UP

F
E

C

REF.

B B

C C

A A

C.2 C.2

D D

1

1

2.

2.

3

3

4

4

5

5

3.1

3.1

WORKOUT ROOM

003 RESTROOM

002A

BREAKROOM

001

FLEX/LEASE

013

POLICE EVIDENCE

004

ARCHIVES

006

SERVER ROOM

007

RESTROOM

012

RESTROOM

011

CORRIDOR

005

CORRIDOR

008

FLEX/LEASE

009

CLOSET

005A

ELEVATOR

108A

POLICE EVIDENCE
ROOM

004A

2

A3.11

2

A3.11

1

A3.11

1

A3.11

6

6

SHOWER

002B

10-02

22-0122-02

11-01

06-03

22-06

08-01

03-03

14-0105-03

MACHINE ROOM

003C

STAIR

003B

CORRIDOR

003A

ALT # 06

03-01

05-02

05-01

08-02

08-01

ELECTRICAL

003D

08-01

08-01

12' - 8"

1
4

' 
- 

2
 1

/2
"

6
' 
- 

1
 1

/2
"

03-03

22-02 10-03

22-09

03-03

FLOOR PLAN GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. SEE EXISTING CONDITIONS PLANS FOR GRID DIMENSIONS.
3. SEE ENLARGED PLAN DRAWINGS/DETAILS AND INTERIOR 

ELEVATIONS FOR ADDITIONAL SCOPE AND DETAILS.
4. WHERE (N) WORK REQUIRES INFILL AND/OR REPAIR TO (E) 

FINISHES, THOSE PATCHES AND (N) WALLS SHALL MATCH THE 
EXISTING ADJACENT HISTORIC FINISH IN KIND, TEXTURE, AND 
COLOR.

5. PATCH OR INFILL ALL FLOORS, CEILINGS AND WALLS DISTURBED 
BY CONSTRUCTION TO MATCH AND ALIGN WITH ADJACENT 
FINISHES.

6. REPAIR AND REINSTALL ALL DOORS AND INDOWS, INCULDING 
CASINGS, AS REQUIRED.

7. PROVIDE LEVER HANDLED DOOR HARDWARE THROUGHOUT TO 
MEET ADA REQUIREMENTS.

8. SEE REFLECTED CEILING PLANS (STARTING ON SHEET A6.0B) 
FOR CEILING SCOPE OF WORK.

9. ALL INTERIOR EXISTING WALLS ARE TYPE _ AND ALL NEW WALLS 
ARE TYPE _, PER SHEET A8.00 UNLESS OTHERWISE NOTED.  

10. REINSTALL ALL SALVAGED FIRE EXTINGUISHERS.
11. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 
NOTED.

12. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 
CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 
REFERENCE PHOTOS.

PLAN LEGEND

(E) WALL ASSEMBLY 
TO REMAIN

(E) DOOR. SEE DOOR 
SCHEDULE FOR 
ADDITIONAL INFO

TERRA COTTA 
PARTITION WALL

CONCRETE 
PARTITION WALL

STUD PARTITION 
WALL

(E) WALL ASSEMBLY 
TO REMAIN

NEW DOOR. SEE DOOR 
SCHEDULE FOR 
ADDITIONAL INFO
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A2.0B

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED PLAN -

GROUND FLOOR
 1/4" = 1'-0"A2.0B

1 GROUND FLOOR PLAN

22-06 SINK WITH GARBAGE DISPOSAL

22-09 SALVAGED WALL MOUNTED LAVATORY

03-01 CONCRETE RETAINING WALL -- SEE  STRUCTURAL

03-03 CONCRETE INFILL, TO MATCH EXISTING CONSTRUCTION. INTERIOR
WALL FINISH TO ALIGN WITH EXISTING. FINISH AND TEXTURE TO
MATCH EXISTING. -- SEE  STRUCTURAL

05-01 STEEL PIPE HAND AND GUARDRAIL. PAINT P-X

05-02 PREFABRICATED STEEL STAIR WITH CONCRETE PAN TREADS.

05-03 1 HR RATED ELEVATOR ENCLOSURE

06-03 PLASTIC LAMINATE COUNTERTOP, WITH PLASTIC LAMINATE
FINISHED CASEWORK ABOVE AND BELOW

08-01 SOLID WOOD DOOR AND FRAME, TO MATCH EXISTING

08-02 SOLID WOOD FRAMED OPENING, TO MATCH EXISTING

10-02 FIRE EXTINGUISHER CABINET

10-03 SALVAGED TOILET PARTITION

11-01 REFRIGERATOR, OFCI

14-01 3-STOP ELEVATOR, WITH 90 DEGREE DOOR ACCESS

22-01 ADA ACCESSIBLE SHOWER

22-02 ADA ACCESSIBLE WATER CLOSET

KEYNOTES



DNDN

DN

DN

DN

FEC

B B

C C

A A

C.2 C.2

D D

1

1

2.

2.

3

3

4

4

5

5

3.1

3.1

VESTIBULE

100

HISTORIC PUBLIC
LOBBY

101
CITY MANAGERS

OFFICE

102

TOILET

103

VAULT

104

RESTROOM

105

MAYORS OFFICE

115

FINANCE OFFICE

116

RESTROOM

117

CORRIDOR

113

OPEN OFFICE

106

WORK AREA

114

COUNCIL MEETING
ROOM

111

HR/CITY RECORDER
OFFICE

112

FILE STORAGE

112A

ELEVATOR

108A

ENTRY LOBBY

108

PUBLIC SERVICE
LOBBY

107

RESTROOM

110

VESTIBULE

109

2

A3.11

2

A3.11

1

A3.11

1

A3.11

6

6

06-03

10-01

ALT # 10

09-01

08-03

04-03

STAIR

003B08-06

05-0208-11

05-02

05-15

10-0222-03

22-02

22-08

03-03

08-01

08-01

08-01

08-02

08-05

08-04

05-04

08-04

08-04

08-04

06-0308-05

28-01

28-01

28-01

06-01

06-01

06-01

05-05

04-01

08-07

05-0205-01

22-0422-05

14-01

06-02

08-01

08-01

08-01

12-01

06-04

05-12

05-15

28-02

06-05

TYP12-02

TYP12-02

12-02

TYP09-03

09-02

09-02

09-02

09-02

ALT # 10

09-03 TYP09-03
ALT # 10

09-01

ALT # 01A ALT # 01A

09-0109-01 09-01 09-01 09-01

ALT # 01AALT # 01A

02-30
ALT # 01A

09-03

ALT # 01A

TYP09-04

08-13

22-04 22-09

22-09

FLOOR PLAN GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. SEE EXISTING CONDITIONS PLANS FOR GRID DIMENSIONS.
3. SEE ENLARGED PLAN DRAWINGS/DETAILS AND INTERIOR 

ELEVATIONS FOR ADDITIONAL SCOPE AND DETAILS.
4. WHERE (N) WORK REQUIRES INFILL AND/OR REPAIR TO (E) 

FINISHES, THOSE PATCHES AND (N) WALLS SHALL MATCH THE 
EXISTING ADJACENT HISTORIC FINISH IN KIND, TEXTURE, AND 
COLOR.

5. PATCH OR INFILL ALL FLOORS, CEILINGS AND WALLS DISTURBED 
BY CONSTRUCTION TO MATCH AND ALIGN WITH ADJACENT 
FINISHES.

6. REPAIR AND REINSTALL ALL DOORS AND INDOWS, INCULDING 
CASINGS, AS REQUIRED.

7. PROVIDE LEVER HANDLED DOOR HARDWARE THROUGHOUT TO 
MEET ADA REQUIREMENTS.

8. SEE REFLECTED CEILING PLANS (STARTING ON SHEET A6.0B) 
FOR CEILING SCOPE OF WORK.

9. ALL INTERIOR EXISTING WALLS ARE TYPE _ AND ALL NEW WALLS 
ARE TYPE _, PER SHEET A8.00 UNLESS OTHERWISE NOTED.  

10. REINSTALL ALL SALVAGED FIRE EXTINGUISHERS.
11. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 
NOTED.

12. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 
CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 
REFERENCE PHOTOS.

PLAN LEGEND

(E) WALL ASSEMBLY 
TO REMAIN

(E) DOOR. SEE DOOR 
SCHEDULE FOR 
ADDITIONAL INFO

TERRA COTTA 
PARTITION WALL

CONCRETE 
PARTITION WALL

STUD PARTITION 
WALL

(E) WALL ASSEMBLY 
TO REMAIN

NEW DOOR. SEE DOOR 
SCHEDULE FOR 
ADDITIONAL INFO

B B

C C

1

1

2.

2.

1

A3.11

1

A3.11

LOOK-OUT

M-1

08-14 03-04

05-17
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A2.01

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED PLAN

-FIRST FLOOR

 1/4" = 1'-0"A2.01

1 FIRST FLOOR

09-01 SALVAGED MARBLE WAINSCOT PANEL

09-02 SALVAGED WOOD WAINSCOT PANELS

09-03 SALVAGED WINDOW TRIM. ADDITIONAL MOULDING TO BE
PROVIDED DUE TO INCREASE IN WALL THICKNESS

09-04 SALVAGED WOOD CHAIR RAIL

10-01 (3) 2'W X 4'H DISPLAY CASES WITH LOCKING GLASS DOOR. WOOD
FRAME TO MATCH ADJACENT WOOD SPECIES AND FINISH

10-02 FIRE EXTINGUISHER CABINET

12-01 LOCKERS, OFCI

12-02 ROLLER WINDOW SHADES

14-01 3-STOP ELEVATOR, WITH 90 DEGREE DOOR ACCESS

22-02 ADA ACCESSIBLE WATER CLOSET

22-03 ADA ACCESSIBLE WALL MOUNTED LAVATORY

22-04 STANDARD WATER CLOSET

22-05 STANDARD WALL MOUNTED LAVATORY

22-08 ADA ACCESSIBLE DRINKING FOUNTAIN -- SEE PLUMBING

22-09 SALVAGED WALL MOUNTED LAVATORY

28-01 SECURITY CARD READER AND DOOR ACTUATOR

28-02 AV CONNECTIONS AND MOUNT FOR LARGE SCREEN TV/MONITOR.
MONITOR OFCI

06-02 WOOD TRIMMED SERVICE WINDOW, WITH GLASS SECURITY
WINDOW. OPEN ABOVE 7'-0"

06-03 PLASTIC LAMINATE COUNTERTOP, WITH PLASTIC LAMINATE
FINISHED CASEWORK ABOVE AND BELOW

06-04 ADA HEIGHT, SOLID SURFACE SERVICE COUNTERTOP, WITH
CUSTOM WOOD CASEWORK BELOW

06-05 PLASTIC LAMINATE STORAGE SHELVING, FULL HEIGHT.

08-01 SOLID WOOD DOOR AND FRAME, TO MATCH EXISTING

08-02 SOLID WOOD FRAMED OPENING, TO MATCH EXISTING

08-03 SALVAGED TRIPLE HUNG WINDOW

08-04 CLERESTORY INTERIOR WINDOW. ALUMINUM FRAMED
STOREFRONT ASSEMBLY, 7'-0" ABOVE FINISH FLOOR TO
UNDERSIDE OF (E) PLASTER CEILING

08-05 ALUMINUM FRAMED STOREFRONT ASSEMBLY, TO UNDERSIDE OF
(E) PLASTER CEILING

08-06 ALUMINUM FRAMED STOREFRONT ASSEMBLY, TO UNDERSIDE OF
CEILING

08-07 HOLLOW METAL HALF LIGHT DOOR, WITH 4X4 GRID. HOLLOW METAL
FRAME. MATCH EXISTING

08-11 ALUMINUM FRAMED STOREFRONT ASSEMBLY

08-13 (N) HOLLOW METAL DOOR TO MATCH HISTORIC CONDITION.

08-14 SALVAGED HOLLOW METAL DOOR

02-30 REMOVE (E) MARBLE WAINSCOT PANEL. PROTECT AND SALVAGE
FOR REINSTALLATION

03-03 CONCRETE INFILL, TO MATCH EXISTING CONSTRUCTION. INTERIOR
WALL FINISH TO ALIGN WITH EXISTING. FINISH AND TEXTURE TO
MATCH EXISTING. -- SEE  STRUCTURAL

03-04 CONCRETE WALL, PER STRUCTURAL

04-01 MASONRY INFILL WALL TO MATCH EXISTING WALL CONSTRUCTION.
INTERIOR WALL FINISH TO ALIGN WITH EXISTING. FINISH AND
TEXTURE TO MATCH EXISTING. -- SEE  STRUCTURAL

04-03 MASONRY EXTERIOR WALL.  MASONRY TO MATCH EXISTING
COLOR, SHAPE AND SIZE

05-01 STEEL PIPE HAND AND GUARDRAIL. PAINT P-X

05-02 PREFABRICATED STEEL STAIR WITH CONCRETE PAN TREADS.

05-04 3 5/8" METAL STUD WALL AT 24" O.C, W/ ACOUSTIC INSULATION, 2
LAYERS OF GYP, BOTH SIDES. WALL EXTENDS TO UNDERSIDE OF
STRUCTURE, UNO.

05-05 PARTIAL HEIGHT WALL

05-12 STEEL ROOF LADDER

05-15 MODULAR CABLE GUARDRAIL AND HANDRAIL.

05-17 SLAVAGED STEEL ROOF LADDER

06-01 SOLID SURFACE SERVICE COUNTERTOP, WITH CUSTOM WOOD
CASEWORK BELOW

KEYNOTES

 1/4" = 1'-0"A2.01

2 LOOK-OUT MEZZANINE ABOVE VAULT



B B

C C

A A

C.2 C.2

D D

1

1

2.

2.

3

3

4

4

5

5

3.1

3.1
2

A3.11

2

A3.11

1

A3.11

1

A3.11

6

6

05-06

ALT # 12

05-09

07-02

05-06

05-08

05-07

05-10

05-10

05-10

ALT # 11

ALT # 07

ALT # 07

ALT # 07

ALT # 04

22-07

22-07

05-07

05-06

05-06

ALT # 07

ALT # 07

ALT # 07

07-02

22-07

05-13

05-1305-14

ALT # 07

ALT # 07

ALT # 07

ROOF GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.

2. SEE EXISTING CONDITIONS PLANS FOR GRID DIMENSIONS.

3. SEE MECHANICAL FOR ROOFTOP UNIT LOCATIONS

4. PROVIDE STRUCTURAL SUPPORT AND CURBS AT ROOF TOP 

UNITS.

5. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 

NOTED.

6. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 

CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 

REFERENCE PHOTOS.

SHINGLE ROOF

STANDING SEAM ROOF

BUILT-UP LOW SLOPE ROOF

ROOF PLAN LEGEND

SHEET TITLE

ISSUANCE

PROJ. NO.

DRAWN

CHECKED
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REVISIONS
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A2.02

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED PLAN

-ROOF
 1/4" = 1'-0"A2.02

1 ROOF PLAN

05-06 LEAD COATED, COPPER PARAPET CAP FLASHING

05-07 LEAD COATED, COPPER STANDING SEAM METAL ROOF ASSEMBLY.

STANDING SEAM ROOF OVER 1" RIGID INSULATION AND 1/2"

PLYWOOD SHEATHING -- SEE STRUCTURAL FOR ADDITIONAL

INFORMATION

05-08 RECONSTRUCT HISTORIC CUPOLA WEATHER VANE. SEE DETAIL

5/A8.01

05-09 LEAD COATED, COPPER CAP FLASHING AT CHIMNEY

05-10 LEAD COATED, COPPER GUTTER FLASHING. SEE DETAIL 4/A8.01

05-13 GUTTER OUTLET AND SPLASHBLOCK

05-14 LEAD COATED, COPPER GUTTER, WITH DOWNSPOUT AND

SPLASHBLOCK

07-02 BUILT-UP ROOF ASSEMBLY. BUILT-UP ROOF MEMBRANE OVER 1"

RIGID INSULATION AND 1/2" PLYWOOD SHEATHING.  SEE

STRUCTURAL FOR ADDITIONAL INFORMATION.

22-07 ROOF DRAIN, WITH OVERFLOW -- SEE PLUMBING

KEYNOTES



UP

UP

F
E

C

REF.

WORKOUT ROOM

003

RESTROOM

002A

BREAKROOM

001

FLEX/LEASE

013

POLICE EVIDENCE

004

ARCHIVES

006

SERVER ROOM

007

RESTROOM

012

RESTROOM

011

CORRIDOR

005

CORRIDOR

008

FLEX/LEASE

009

CLOSET

005A

ELEVATOR

108A

POLICE EVIDENCE
ROOM

004A

SHOWER

002B
MACHINE ROOM

003C

STAIR

003B

CORRIDOR

003A

ELECTRICAL

003D

VEST.

000

CPT-1 (CARPET)

T-2 (CERAMIC FLOOR TILE, SEE DETAIL x/xx)

(E) FINISH TO REMAIN

WOM-1 (WALK OFF MAT)
PROVIDE RECESSED SLAB

T-1 (CERAMIC WALL TILE, TO 4'-6" AFF)

WD-1 (WOOD STAIR TREAD)

PC (POLISHED CONCRETE) RST-1 (RUBBER STAIR TREAD)

CPT

GWB RB

FLOOR 
FINISH

BASE FINISHWALL 
FINISH

FINISH TAG EXPLANATION

RB-1 ( GYM FLOORING)

FINISH PLAN LEGEND

REFINISH (E) WOOD FLOORING

CLEAN AND REPAIR (E) TERRAZO 
FLOOR
(SEE AE9.XX EXISTING CONDITIONS 
PHOTOS)

FINISH PLAN GENERAL NOTES

1. ALL (E) AND WALLS TO BE PAINTED
2. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 
NOTED.

3. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 
CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 
REFERENCE PHOTOS.
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AI2.0B

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED FINISH

PLAN - GROUND

FLOOR
 1/4" = 1'-0"AI2.0B

1 PROPOSED FINISH PLAN -  GROUND FLOOR

KEYNOTES



DNDN

DN

DN

DN

FEC

VESTIBULE

100

HISTORIC PUBLIC
LOBBY

101
CITY MANAGERS

OFFICE

102

TOILET

103

VAULT

104

RESTROOM

105

MAYORS OFFICE

115

FINANCE OFFICE

116

RESTROOM

117

CORRIDOR

113

OPEN OFFICE

106

WORK AREA

114

COUNCIL MEETING
ROOM

111

HR/CITY RECORDER
OFFICE

112

FILE STORAGE

112A

ELEVATOR

108A

ENTRY LOBBY

108

PUBLIC SERVICE
LOBBY

107

RESTROOM

110

VESTIBULE

109

CPT-1 (CARPET)

T-2 (CERAMIC FLOOR TILE, SEE DETAIL x/xx)

(E) FINISH TO REMAIN

WOM-1 (WALK OFF MAT)
PROVIDE RECESSED SLAB

T-1 (CERAMIC WALL TILE, TO 4'-6" AFF)

WD-1 (WOOD STAIR TREAD)

PC (POLISHED CONCRETE) RST-1 (RUBBER STAIR TREAD)

CPT

GWB RB

FLOOR 
FINISH

BASE FINISHWALL 
FINISH

FINISH TAG EXPLANATION

RB-1 ( GYM FLOORING)

FINISH PLAN LEGEND

REFINISH (E) WOOD FLOORING

CLEAN AND REPAIR (E) TERRAZO 
FLOOR
(SEE AE9.XX EXISTING CONDITIONS 
PHOTOS)

FINISH PLAN GENERAL NOTES

1. ALL (E) AND WALLS TO BE PAINTED
2. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 
NOTED.

3. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 
CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 
REFERENCE PHOTOS.
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CHECKED
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REVISIONS
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Resources Group
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AI2.01

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED FINISH

PLAN - FIRST FLOOR

 1/4" = 1'-0"AI2.01

1 FIRST FLOOR

KEYNOTES



FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

1 2. 3 4 53.1

T/CORNICE MAILING PLATFORM
111' - 7 1/8"

LOW ROOF BEARING ELEVATION
115' - 5"

2

A3.11

6

05-09

05-11

05-08

05-07

05-06

08-10 08-09

05-02

05-01

08-07

04-01

ALT # 04

ALT # 12 ALT # 11

ALT # 07

ALT # 07

TYP08-12

ENTRY LEVEL (VERIFY)
97' - 0"

ALT # 13

LOOK-OUT MEZZANINE
108' - 0"

FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

B CA C.2 D

LOW ROOF BEARING ELEVATION
115' - 5"

1

A3.11

ALT # 07

05-08

05-07

05-10

05-11

05-06 05-09

05-01

ALT # 12 ALT # 11

ALT # 04

ALT # 07ALT # 07

LOOK-OUT MEZZANINE
108' - 0"

ELEVATION GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. PATCH ANY HOLES IN EXTERIOR FACADE WITH IN KIND 

MATERIALS AS A RESULT OF DEMOLITION WORK.  
3. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 
NOTED.

4. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 
CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 
REFERENCE PHOTOS.

SHEET TITLE

ISSUANCE

PROJ. NO.

DRAWN

CHECKED

DRAWING NO.

REVISIONS
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Resources Group
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A3.01

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED

ELEVATIONS

 1/4" = 1'-0"A3.01

1 WEST ELEVATION

 1/4" = 1'-0"A3.01

2 NORTH ELEVATION

04-01 MASONRY INFILL WALL TO MATCH EXISTING WALL CONSTRUCTION.
INTERIOR WALL FINISH TO ALIGN WITH EXISTING. FINISH AND
TEXTURE TO MATCH EXISTING. -- SEE  STRUCTURAL

05-01 STEEL PIPE HAND AND GUARDRAIL. PAINT P-X

05-02 PREFABRICATED STEEL STAIR WITH CONCRETE PAN TREADS.

05-06 LEAD COATED, COPPER PARAPET CAP FLASHING

05-07 LEAD COATED, COPPER STANDING SEAM METAL ROOF ASSEMBLY.
STANDING SEAM ROOF OVER 1" RIGID INSULATION AND 1/2"
PLYWOOD SHEATHING -- SEE STRUCTURAL FOR ADDITIONAL
INFORMATION

05-08 RECONSTRUCT HISTORIC CUPOLA WEATHER VANE. SEE DETAIL
5/A8.01

05-09 LEAD COATED, COPPER CAP FLASHING AT CHIMNEY

05-10 LEAD COATED, COPPER GUTTER FLASHING. SEE DETAIL 4/A8.01

05-11 LEAD COATED, COPPER WALL PANEL, OVER 1/2" SHEATHING -- SEE
STRUCTURAL FOR ADDITIONAL INFORMATION

08-07 HOLLOW METAL HALF LIGHT DOOR, WITH 4X4 GRID. HOLLOW METAL
FRAME. MATCH EXISTING

08-09 REPLACE MIDDLE SASH OF TRIPLE PANED WINDOW, TO MATCH
ORIGINAL WINDOW DIMENSIONS, MATERIAL, JOINERY AND PROFILE.

08-10 REPLACE MISSING GLAZING PANE.

08-12 FIXED ALUMINUM CLAD CLERESTORY WINDOWS, WITH TRUE
DIVIDED LIGHTS. TEMPERED, LOW E COATED GLAZING. WOOD TRIM
AND MULLIONS ON THE INTERIOR FACE.

KEYNOTES



FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

12.345 3.1

T/CORNICE MAILING PLATFORM
111' - 7 1/8"

LOW ROOF BEARING ELEVATION
115' - 5"

2

A3.11

6

ALT # 07

05-08

05-07

05-09 05-10

05-0605-11

08-06

03-02

ALT # 11

ALT # 07

ALT # 07

ALT # 04

ENTRY LEVEL (VERIFY)
97' - 0"

04-05

ALT # 05

05-16

ALT # 07

08-13

FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

BC AC.2D

T/CORNICE MAILING PLATFORM
111' - 7 1/8"

LOW ROOF BEARING ELEVATION
115' - 5"

1

A3.11

ALT # 07

05-08

05-0705-11

05-1005-09 05-06

04-03

05-01

05-02

05-06

03-03

08-03

04-02

03-02

ALT # 07

ALT # 04

ALT # 07ALT # 12ALT # 07

ENTRY LEVEL (VERIFY)
97' - 0"

ALT # 07

ELEVATION GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. PATCH ANY HOLES IN EXTERIOR FACADE WITH IN KIND 

MATERIALS AS A RESULT OF DEMOLITION WORK.  
3. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 
NOTED.

4. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 
CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 
REFERENCE PHOTOS.
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A3.02

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED

ELEVATIONS

 1/4" = 1'-0"A3.02

1 EAST ELEVATION

 1/4" = 1'-0"A3.02

2 SOUTH ELEVATION

03-02 CONCRETE FOUNDATION WALL AND FOOTINGS -- SEE
STRUCTURAL

03-03 CONCRETE INFILL, TO MATCH EXISTING CONSTRUCTION. INTERIOR
WALL FINISH TO ALIGN WITH EXISTING. FINISH AND TEXTURE TO
MATCH EXISTING. -- SEE  STRUCTURAL

04-02 SALVAGED SANDSTONE PANEL

04-03 MASONRY EXTERIOR WALL.  MASONRY TO MATCH EXISTING
COLOR, SHAPE AND SIZE

04-05 CAREFULLY CHISEL OUT PATCH FROM ENGRAVING. HONE STONE
SURFACE TO REMOVE STONE PATCHING, TOOL LIGHTLY TO MATCH
ADJACENT SURFACE.

05-01 STEEL PIPE HAND AND GUARDRAIL. PAINT P-X

05-02 PREFABRICATED STEEL STAIR WITH CONCRETE PAN TREADS.

05-06 LEAD COATED, COPPER PARAPET CAP FLASHING

05-07 LEAD COATED, COPPER STANDING SEAM METAL ROOF ASSEMBLY.
STANDING SEAM ROOF OVER 1" RIGID INSULATION AND 1/2"
PLYWOOD SHEATHING -- SEE STRUCTURAL FOR ADDITIONAL
INFORMATION

05-08 RECONSTRUCT HISTORIC CUPOLA WEATHER VANE. SEE DETAIL
5/A8.01

05-09 LEAD COATED, COPPER CAP FLASHING AT CHIMNEY

05-10 LEAD COATED, COPPER GUTTER FLASHING. SEE DETAIL 4/A8.01

05-11 LEAD COATED, COPPER WALL PANEL, OVER 1/2" SHEATHING -- SEE
STRUCTURAL FOR ADDITIONAL INFORMATION

05-16 EXTRUDED ALUMINUM BUILDING SIGN

08-03 SALVAGED TRIPLE HUNG WINDOW

08-06 ALUMINUM FRAMED STOREFRONT ASSEMBLY, TO UNDERSIDE OF
CEILING

08-13 (N) HOLLOW METAL DOOR TO MATCH HISTORIC CONDITION.

KEYNOTES



FIRST FLOOR
100' - 0"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

12.345 3.1

T/CORNICE MAILING PLATFORM
111' - 7 1/8"

LOW ROOF BEARING ELEVATION
115' - 5"

2

A3.11
6

07-02

05-06 07-0205-09

ALT # 11

05-06

ALT # 12

ALT # 07

RESTROOM

105

CORRIDOR

113

OPEN OFFICE

106
ENTRY LOBBY

108

PUBLIC SERVICE
LOBBY

107

RESTROOM

011

CORRIDOR

005

CORRIDOR

008

CORRIDOR

003A

STAIR

003B

22-07

22-07

TYP08-04

06-02

ENTRY LEVEL (VERIFY)
97' - 0"

LOOK-OUT MEZZANINE
108' - 0"

22-07

FIRST FLOOR
100' - 0"

T/ROOF
125' - 6"

B/CORNICE
117' - 6"

GROUND FLOOR
90' - 0"

B CA C.2 D

LOW ROOF BEARING ELEVATION
115' - 5"

1

A3.11

VESTIBULE

100

HISTORIC PUBLIC
LOBBY

101

MAYORS OFFICE

115

CORRIDOR

113

OPEN OFFICE

106

WORK AREA

114

BREAKROOM

001

ARCHIVES

006

CORRIDOR

005

CLOSET

005A

VEST.

000

SHOWER

002B

08-12

06-02

06-0106-01

08-04 08-04

ALT # 13

LOOK-OUT MEZZANINE
108' - 0"

05-0607-02

05-07
05-07

ALT # 07
ALT # 07

ALT # 12

SECTION GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 
NOTED.

3. REFER TO SHEETS AE9.01 THROUGH AE9.06 - EXISTING 
CONDITIONS PHOTOS FOR REPAIR RECOMMENDATIONS, AND 
REFERENCE PHOTOS

4. SEE SHEET A8.00 FOR ROOF ASSEMBLY TYPES
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A3.11

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED

BUILDING SECTIONS

 1/4" = 1'-0"A3.11

1 BUILDING SECTION LOOKING WEST

 1/4" = 1'-0"A3.11

2 BUILDING SECTION LOOKING SOUTH

05-06 LEAD COATED, COPPER PARAPET CAP FLASHING

05-07 LEAD COATED, COPPER STANDING SEAM METAL ROOF ASSEMBLY.
STANDING SEAM ROOF OVER 1" RIGID INSULATION AND 1/2"
PLYWOOD SHEATHING -- SEE STRUCTURAL FOR ADDITIONAL
INFORMATION

05-09 LEAD COATED, COPPER CAP FLASHING AT CHIMNEY

06-01 SOLID SURFACE SERVICE COUNTERTOP, WITH CUSTOM WOOD
CASEWORK BELOW

06-02 WOOD TRIMMED SERVICE WINDOW, WITH GLASS SECURITY
WINDOW. OPEN ABOVE 7'-0"

07-02 BUILT-UP ROOF ASSEMBLY. BUILT-UP ROOF MEMBRANE OVER 1"
RIGID INSULATION AND 1/2" PLYWOOD SHEATHING.  SEE
STRUCTURAL FOR ADDITIONAL INFORMATION.

08-04 CLERESTORY INTERIOR WINDOW. ALUMINUM FRAMED
STOREFRONT ASSEMBLY, 7'-0" ABOVE FINISH FLOOR TO
UNDERSIDE OF (E) PLASTER CEILING

08-12 FIXED ALUMINUM CLAD CLERESTORY WINDOWS, WITH TRUE
DIVIDED LIGHTS. TEMPERED, LOW E COATED GLAZING. WOOD TRIM
AND MULLIONS ON THE INTERIOR FACE.

22-07 ROOF DRAIN, WITH OVERFLOW -- SEE PLUMBING

KEYNOTES



HISTORIC PUBLIC
LOBBY

101

CITY MANAGERS
OFFICE

102

TOILET

103

VAULT

104

RESTROOM

105

MAYORS OFFICE

115

FINANCE OFFICE

116

RESTROOM

117

CORRIDOR

113

OPEN OFFICE

106

WORK AREA

114

COUNCIL MEETING
ROOM

111

HR/CITY RECORDER
OFFICE

112

FILE STORAGE

112A

ELEVATOR

108A

ENTRY LOBBY

108
PUBLIC SERVICE

LOBBY

107

VESTIBULE

109

STAIR

003B

RESTROOM

110

2 x 2 SAT

CEILING PLAN LEGEND

OPEN TO STRUCTURE
OR
(E) FINISH TO REMAIN

2 x 4 SAT

1 x1 ACOUSTIC PANELS

GYPSUM BOARD ON 
METAL STUD

CEILING PLAN GENERAL NOTES

1. SEE PROJECT GENERAL NOTES, ON SHEET T2.00.
2. WHERE (N) WORK REQUIRES INFILL AND/OR REPAIR TO (E) 

FINISHES, THOSE PATCHES SHALL MATCH THE EXISTING 
ADJACENT HISTORIC FINISH IN KIND, TEXTURE, AND COLOR.

3. ALL CEILINGS TO BE INSTALLED @ 12'-0" AFF, UNLESS NOTED 
OTHERWISE.

4. PATCH ALL CEILING AND WALL HOLES.
5. CENTER ALL CEILING FIXTURES WITHIN ROOM, UNLESS NOTED 

OTHERWISE.
6. REFER TO SPECIFICATION SECTION 012300 - ALTERNATES FOR 

DESCRIPTION OF BASE SCOPE AND ALTERNATES, WHERE 
NOTED.
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NO. DATEDESCRIPTION

Architectural

Resources Group

720 SW Washington Street, Suite 300

Portland, Oregon 97205

971.256.5316

argsf.com

2/7/2018 2:23:19 PMBIM 360://Tillamook City Hall/17273_TCH_ARCHITECTURAL-Central.rvt As indicated

A6.01

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED CEILING

PLAN - FIRST FLOOR

 1/4" = 1'-0"A6.01

1 PROPOSED CEILING PLAN - FIRST FLOOR

KEYNOTES



COPPER CAP FLASHING, OVER 
WATERPROOFING MEMBRANE. RETURN 
OVER EDGE OF PARAPET. ALIGN WITH 
PARAPET PROFILE

REMOVE EXISTING 
COPPER GUTTER 
FLASHING

SECURE RETURN 
WITH CLEAT

(E) REGLET. CLEAN OUT 
(E) WATERPROOFING 
MATERIAL AND SEALANTS

COPPER CAP FLASHING, 
OVER WATERPROOFING 
MEMBRANE. RETURN OVER 
EDGE OF PARAPET. ALIGN 
WITH PARAPET PROFILE

REMOVE EXISTING 
THROUGH-WALL FLASHING, 
WHERE EXPOSED

SECURE RETURN 
WITH CLEAT

RETURN ROOF 
MEMBRANE BEHIND CAP 
FLASHING

ROOF BEARING ELEV.

SHEATHING, PER STRUCTURAL

1" RIGID INSULATION

BUILT-UP ROOFING SYSTEM

A
@ EXISTING BUILDING

BUILT-UP ROOFING ASSEMBLY

VAPOR RETARDER

1/2" PROTECTION BOARD

SHEATHING, PER STRUCTURAL

STANDING SEAM METAL ROOF

B
@ EXISTING BUILDING

STANDING SEAM ROOF ASSEMBLY

ROOF BEARING ELEV.

VAPOR RETARDER

(E) 1" RIGID INSULATION

METAL DECK. SEE 
STRUCTURAL

RBE -- SEE ROOF PLAN

RIGID INSULATION

BUILT-UP ROOFING SYSTEM

C
@ NEW LOBBY

BUILT-UP ROOFING ASSEMBLY

VAPOR RETARDER

1/2" PROTECTION BOARD

NOTE:
DETAIL FROM HISTORIC DRAWINGS 
INTENDED TO BE REPRESENTATIVE 
OF MATERIALS, SIZE AND DESIGN 
INTENT.  SPECIFIC DETAILING MAY 
DIFFER.

CUSTOM FABRICATED SHADE 
TO MATCH HISTORIC 
CONDITION

EXISTING LAMP PEDISTAL 
TO REMAIN.

NOTE:
DETAIL FROM HISTORIC DRAWINGS 
INTENDED TO BE REPRESENTATIVE 
OF MATERIALS, SIZE AND DESIGN 
INTENT.  SPECIFIC DETAILING MAY 
DIFFER.
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A8.00

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02.05.18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

DETAILS

 1 1/2" = 1'-0"A8.00

4 PARAPET GUTTER DETAIL
 1 1/2" = 1'-0"A8.00

8 PARAPET CAP DETAIL

 3" = 1'-0"A8.00

19 ROOF ASSEMBLESI

 3/4" = 1'-0"A8.00

5 CUPOLA (ALTERNATE # 4)
 3/4" = 1'-0"A8.00

17 HISTORIC EXTERIOR LIGHT FIXTURE



UP

UP

F
E

C

REF.

B B

C C

A A

C.2 C.2

D D

1

1

2.

2.

3

3

4

4

5

5

3.1

3.1

6

6

ELEVATOR

108A

WORKOUT ROOM

003

RESTROOM

002A

BREAKROOM

001

FLEX/LEASE

013

POLICE EVIDENCE

004

ARCHIVES

006

SERVER ROOM

007

RESTROOM

012

RESTROOM

011

CORRIDOR

005 CORRIDOR

008

FLEX/LEASE

009

POLICE EVIDENCE
ROOM

004A

CLOSET

005A

VEST.

000

SHOWER

002B

CORRIDOR

003A

STAIR

003B

MACHINE ROOM

003C

ELECTRICAL

003D
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S2.0B

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02/02/18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED PLAN -

GROUND FLOOR

 1/4" = 1'-0"S2.0B

1 GROUND FLOOR PLAN

HVAC Zoning Map 2/2/18

Zone 1: Ducted Fan Coil
Zone 2: High Wall Fan Coil
Zone 3: Ducted Fan Coil
Zone 4: Ducted Fan Coil
Exhaust Only

Zone 1

Zone 2
Zone 3

Zone 4

c.cranley
Text Box
M



DNDN

DN

DN

DN

FEC

B B

C C

A A

C.2 C.2

D D

1

1

2.

2.

3

3

4

4

5

5

3.1

3.1

6

6

VESTIBULE

100

HISTORIC PUBLIC
LOBBY

101
CITY MANAGERS

OFFICE

102

TOILET

103

VAULT

104

RESTROOM

105

MAYORS OFFICE

115

FINANCE OFFICE

116

RESTROOM

117

CORRIDOR

113

OPEN OFFICE

106

WORK AREA

114

COUNCIL MEETING
ROOM

111

HR/CITY RECORDER
OFFICE

112

FILE STORAGE

112A

ELEVATOR

108A

ENTRY LOBBY

108 PUBLIC SERVICE
LOBBY

107

RESTROOM

110

VESTIBULE

109

STAIR

003B

B B

C C

1

1

2.

2.

LOOK-OUT

M-1
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S2.01

TILLAMOOK

CITY HALL

SCHEMATIC DESIGN

02/02/18

17273

Author

Checker

210 LAUREL AVENUE,

TILLAMOOK, OR 97141

PROPOSED PLAN

-FIRST FLOOR

 1/4" = 1'-0"S2.01

1 FIRST FLOOR

 1/4" = 1'-0"S2.01

2 LOOK-OUT MEZZANINE ABOVE VAULT

HVAC Zoning Map 2/2/18

Zone 5: Ducted Fan Coil
Zone 6: Ducted Fan Coil
Zone 7: Ducted Fan Coil
Zone 8: Ducted Fan Coil
Zone 9: Ducted Fan Coil
Zone 10: Ducted Fan Coil
Zone 11: Ducted Fan Coil
Zone 12: High Wall Fan Coil

Zone 5

Zone 6

Zone 7

Zone 8

Zone 9

Zone 10

Zone 11

Zone 12
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CIRCUIT OR WITH BATTERY BACKUP BALLAST

1x4 LUMINAIRE
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LOWER CASE LETTER INDICATES SWITCHING GROUP

MOUNT SWITCHES AT +48" AFF. TO CL, UON.  ANY COMBINATION OF SWITCH
TYPES CAN BE USED (IE. 3K = 3-WAY KEYED SWITCH)
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ARCHITECTURAL DRAWINGS.
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EXISTING TO BE REMOVED

1

XX

XX

SYMBOL DESCRIPTION

SYMBOL DESCRIPTION
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SCALE:

ELECTRICAL ONE-LINE DIAGRAM - NEW
NTS

1

FLAG NOTES
            #2/0 AWG CU MAIN BONDING JUMPER PER NEC 250-28.

            #2/0 AWG CU SUPPLY SIDE BONDING JUMPER PER NEC 250-120.

            #2/0 AWG CU CONDUCTOR TO GROUNDING ELECTRODE SYSTEM
            (GROUND RODS) PER NEC 250-52 (A)(5).

            #2/0 AWG CU CONDUCTOR TO INTERIOR METAL PIPING SYSTEM PER
            NEC 104.

            CONCRETE  ENCASED #4 AWG CU ELECTRODE.

DEMOLISH EXISTING METERING, J-BOXES AND CONDUIT AS REQUIRED.
PANELBOARDS TO REMAIN.

PROVIDE NEW EQUIPMENT AND WIRING AS SHOWN. RE FEED EXISTING
PANELBOARDS.

PROVIDE 5kW INVERTER FOR LIFE SAFETY EGRESS LIGHTING.

EXISTING PANELS ON FIRST FLOOR TO BE REMOVED

PROVIDE FUSED DISCONNECT SWITCH AND GENERATOR RECEPTACLE
FOR TEMPORARY GENERATOR [BASE BID]
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(600V)

FDR WIRE AND CONDUIT SIZE

  (4) #1/0, (1) #6 GND, 2"C150D

  (4) #4/0, (1) #4 GND, 2-1/2"C225D

  2 SETS, (4) #600 KCM, (1) #1/0 GND, 3-1/2"C800D

  (4) #2, (1) #8 GND, 1-1/2" C100D

  (2) #3, (1) #8 GND, 1-1/4"C80B

METER

800E

CT CABINET

SCALE:
GENERATOR GROUNDING DETAIL

NTS 3

#2/0 AWG COPPER  BOND
TO ELECTRODE SYSTEM
PER NEC 250-53 AND 250-66

#4 AWG COPPER  CONCRETE
ENCASED ELECTRODE  PER NEC
250-66(B).

GROUND
ROD

N

TO
NEUTRAL
BUS IN ATS

G

  2 SETS, (4) #600 KCM, (1) #2/0 GND, 3-1/2"C800E

CONDUIT BY CONTRACTOR
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225D

FIRST FLOOR
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  (4) #500 KCM, (1) #3 GND, 3-1/2"C400D
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3P
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125 kW, 156 kVA

208/120v, 3 PH, 4W

400A
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(E) PRIMARY

(N) AUTOMATIC
TRANSFER SWITCH
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(N) STANDBY PANEL,
400A, 208/120Y, 3Ø, 4W, 22KAIC

SHEET NOTES
1. BOLD LINE DENOTES NEW WORK ALL OTHER IS EXISTING

TO REMAIN.

2. CONTRACTOR TO FIELD VERIFY EXISTING METERING AND
DISTRIBUTION PANEL CONFIGURATION.
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  (4) #350 KCM, (1) #1 GND, 3-1/2"C600D
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SCALE:
ELECTRICAL ONE-LINE DIAGRAM - EXISTING
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ALTERNATE #03 - GENERATOR
1. BASE BID - PROVIDE GENERATOR PLUG AND

DISCONNECT SWITCH FOR A TRAILER MOUNTED
GENERATOR.  RECEPTACLE TO BE LOCATED IN THE
ALLEY NEXT TO CT CABINET.

2. ALTERNATE:  PROVIDE A NEW DIESEL POWER 125KW,
208/120V, 3 PH, 4W GENERATOR WITH LEVEL ONE
SOUND ATTENUATED STAINLESS STEEL  (OR ALUMINUM
) WEATHERPROOF ENCLOSURE AND 250 GALLON
DOUBLE WALL SKID MOUNTED TANK.   GENERATOR TO
BE LOCATED OUTSIDE IN THE WEST SIDE OF THE
BUILDING NEXT TO THE FILE STORAGE ROOM.  PROVIDE
ALL REQUIRED CONNECTION INCLUDING BUT LIMITED
TO:  REMOTE GENERATOR ANNICATATOR PANEL,
ENCLOSURE ANTI-CONDENSATE HEATER, BATTERY
CHARGER, BLOCK HEATER WITH PUMP, ALTERNATOR
HEATER,  AND CONTROL WIRING TO ATS.
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